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Introduction

To get maximum versatility from this machine all operators should carefully read and follow the in-
structions in this manual. Please keep this manual in a handy place near the machine.

Please read the Safety Information before using this machine. It contains important information related
to USER SAFETY and PREVENTING EQUIPMENT PROBLEMS.

Important

Contents of this manual are subject to change without prior notice. In no event will the company be
liable for direct, indirect, special, incidental, or consequential damages as a result of handling or oper-
ating the machine.

Software Version Conventions Used in This Manual

* NetWare 3.x means NetWare 3.12 and 3.2.
* NetWare 4.x means NetWare 4.1, 4.11 and IntranetWare.

Trademarks

Apple, AppleTalk, EtherTalk, LaserWriter, Macintosh are registered trademarks of Apple Computer,
Inc.

Ethernet is aregistered trademark of Xerox Corporation.

Microsoft, Windows, Windows NT are registered trademarks of Microsoft Corporation in the United
States and/or other countries.

Netscape, Netscape Navigator are registered trademarks of Netscape Communications Corporation.
Novell, NetWare, NDS are registered trademarks of Novell, Inc.

PostScript is aregistered trademark of Adobe Systems, Incorporated.

PCL is aregistered trademark of Hewlett-Packard Company.
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Solarisisatrademark or registered trademark of Sun Microsystems, Inc. in the United States and other
countries.

Bluetooth is a Trademark of the Bluetooth SIG, Inc. (Specia Interest Group) and licensed to RICOH
Company Limited.

Copyright © 2001 Bluetooth SIG, Inc.

The Bluetooth Trademarks are owned by Bluetooth SIG, Inc. USA

Other product names used herein are for identification purposes only and might be trademarks of their
respective companies. We disclaim any and all rights to those marks.

The proper names of the Windows operating systems are as follows:

* The product name of Windows® 95 is Microsoft® Windows 95.

+ The product name of Windows® 98 is Microsoft® Windows 98.

+ The product name of Windows® Me is Microsoft® Windows Millennium Edition (Windows Me).

+ The product names of Windows® XP are as follows:
Microsoft® Windows® X P Professional
Microsoft® Windows® X P Home Edition

» The product names of Windows® 2000 are as follows:
Microsoft® Windows® 2000 Advanced Server
Microsoft® Windows® 2000 Server
Microsoft® Windows® 2000 Professional

* The product names of Windows NT® 4.0 are as follows:
Microsoft® Windows NT® Server 4.0

» Microsoft® Windows NT® Workstation 4.0
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How to Read This Manual

Symbols

In this manual, the following symbols are used:

AN\ WARNING:
This symbol indicates a potentially hazardous situation which, if instructions are not followed, could
result in death or seriousinjury.

/\ CAUTION:
This symbol indicates a potentially hazardous situation which, if instructions are not followed, may re-
sult in minor or moderate injury, or damage to property.

* The statements above are notes for your safety.

iﬁklm portant
If thisinstruction is not followed, paper might be misfed, or data might be lost. Be sure to read this.

] Preparation
This symbol indicates the prior knowledge or preparations required before operating.

& Note
This symbol indicates precautions for operation, or actions to take after mal-operation.

b4 Limitation

This symbol indicates numerical limits, functions that cannot be used together, or conditionsin which
a particular function cannot be used.

A Reference
This symbol indicates areference.
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[ ]
Keysthat appear on the machine's display.

Keys and buttons that appear on the computer's display.

[ 1
Keys built into the machine's control panel.

Keys on the computer's keyboard.
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Checking the Network Environment

Windows 2000, Windows XP,
Windows NT 4.0 (Server)

- NetWare (Server)
S

&F

NetWare @ /

(Client)

UNIX

O Connecting Printer and Computer

» Network connection (Ethernet cable, IEEE 1394 cable (IP over 1394), IEEE 802.11b (wireless
LAN))

» Parallel connection (parallel cable)
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» USB connection (USB cable)
» |EEE 1394 (SCSI print) connection (IEEE 1394 cable)
 Bluetooth™ connection

Print Server Configuration

Y ou can use Windows 2000, Windows XP, or Windows NT 4.0 as a Print Server.

Print Server Windows 2000, Windows XP and
Windows NT 4.0 Print Server

N~ N N~ N
Windows 95/98/Me  Windows 2000 Windows XP Windows NT 4.0

See p.35 “Windows 2000 Print Server Configuration”.
See p.55 “Windows XP Print Server Configuration”.
See p.73 “Windows NT 4.0 Print Server Configuration”.
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Netware Configuration

To set the machine up as a network printer in a NetWare environment. The network interface board
allows you to use the machine as a print server or remote printer.

Print Server NetWare

File Server

Windows 95/98/Me Windows 2000 Windows XP Windows NT 4.0

Remote Printer
) NetWare NetWare

Print Server File Server

L=
s
s
&

Windows 95/98/Me Windows 2000 Windows XP Windows NT 4.0

See p.92 “NetWare Configuration”.
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1. Combined Function Operations

Copy Mode

Y ou can make basic copies, and enlarge/reduce, combine, or use other various functions to make cop-
ies. You can also add options to further increase the number of functions; For more details, see Copy
Reference.

Changing to Copy Mode

Y ou can always make a copy when the machine isn't printing or scanning originals for faxes.

l] Pressthe [Copy] key.
The copier display appears on the panel display.

3P

| stonescoiane | 1208 ] 8000 | a9u]100%

@0 Specal ongnal |

A Reference
For more information, see Copy Reference <Basic Features>.
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Interrupt copying to make urgently needed copies

Y ou can interrupt the current job to make a copy.

& Note
O The display may vary depending on the settings described on p.140 “User Tools (System Settings)”.

b4 Limitation

O You cannot use the interrupt copy function in the following cases:
¢ During fax immediate transmission
* While scanning an original for memory transmission
¢ During interrupt copying

When Scanning in the Copy or Document Server

During copying or scanning into the document server, you can use the following procedure to interrupt
the current job and make a copy.

? Limitation
O During interrupt copying, you cannot perform another interrupt copying.

n Pressthe [Interrupt) key
If the machineis scanning originals, the scanning job will stop immediately and theinterrupt display
will appear on the panel display.

ﬂ Removethe previousoriginal and place the new original to be done by interrupt copying.

B Pressthe [Start] key.
Interrupt copying starts.

g
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ﬂ After interrupt copying is complete, removethe original and delivered copies.

B Pressthe [Interrupt) key again.
The display shown before interrupt copying started reappears.

E Replace the previous original, and then pressthe [Start] key.
The previous job settings will be restored and the machine will continue from where it left off.

Printing with Copier, Document Server, Facsimile or Printer

During printing, you can use the following procedure to interrupt the current job and make a copy.

l] Pressthe [Interrupt]) key.
The interrupt display appears on the panel display.

& Note
0 Printing does not stop yet.

ﬂ Placethe originalsused for interrupt copying, and then pressthe [Start] key.
Printing stops and interrupt copying starts.

B When copying iscomplete, remove the originals and the copies.

ﬂ Pressthe [Interrupt]) key.
The display shown before interrupt copying started reappears.

B Pressthe[Start] key.
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Document Server Mode

The Document Server stores scanned copies and scanned documents for faxing. Y ou can also combine

stored jobs and print them.
In addition, you can forward stored fax transmissions.

? Limitation
0 The Document Server function requires the optional Hard Disk Unit.

& Note
O If you want to re-send fax documents, go back to the Facsimile display.

A~ Reference
For more information about the Document Server, see p.109 “Document Server”.

Printing the Stored Documents in the Document Server

Y ou can print the stored documents in the Document Server while using other functions.

l] Press the [Document Server] key.
The Document Server display appears on the panel display.

Select files to print.

Seareh by User Nome
L | Userame 3 FileName | Date TPage [Pz o

=]

[aee. [ 1]

[ TSty Fi e J|[el | [coPat i
JooProo i [ aec. [ 1]

1

i [




Administrator Reference Copier System Edition

ﬂ Select the desired documents, and then pressthe [Start] key.

& Note

O If the optional SR770 (2 Tray Finisher) or PT460 (Multi-bin) is installed on the machine, you can
specify an output tray to which to deliver documents. For more information, see p.140 “User
Tools (System Settings)”.

Storing Documents in the Document Server

Storing Documents in the Document Server

nPIaceoriginaJs

ﬂ Press the [Document Server] key.
The Document Server display appears on the panel display.

B Press [Scan Original].

ﬂ Pressthe [Start] key.
Documents are stored for the Copier function.

Storing Documents while Copying

Y ou can copy while storing files.

nPIaceoriginaJs
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ﬂ Pressthe[Copy] key.
The Copier display appears on the panel display.

B Press[Store File], and then press [OK].

ﬂ Pressthe[Start] key.
Both copying and storing documents will be started.

Storing Documents from the Fax Display

Y ou can select to store and transmit documents at the same time or store documents only.

? Limitation
0 Documents stored with the Facsimile function do not appear in the file list of the Document Server
display. For more information, see Facsimile Reference <Advanced Features>.

nPIaceoriginaJs

ﬂ Pressthe [Facsimile] key.
The Facsimile display appears on the panel display.

B Pressthe [Store File] key.
ﬂ Press[Store & Transmit] or [Store only], and then pressthe [OK] key.
B If you selected [Store & Transmit], enter the numbers. If you selected [Store only], go to step [3.
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E Pressthe[Start] key.
If you selected [Store & Transmit], the machine starts storing documents and transmitting them. If
you selected [Store only], the machine starts storing documents.

A Reference
For more information about this function, see "Using the Document Server", Facsimile Reference
<Advanced Features>.

Interrupt the Operating Function and Start Storing

Even if another function is operating, you can use the Document Server.
Refer to the following procedure.

While Copying

l] Pressthe[Clear/Stop] key.
Copying isinterrupted, and a confirmation dialog box appears.

ﬂ Press[Stop].
B Removetheoriginals.

ﬂ Press the [Document Server] key.
The Document Server display appears on the panel display.

B Place originalsto be stored.
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E Press [Scan Original].

ﬂ Pressthe [Start] key.
The machine starts storing documents.

& Note
O After using the Document Server, press the [Copy] and [Start] key to resume the interrupted job.




Administrator Reference Copier System Edition

Facsimile Mode

Changing to Facsimile Mode

l] Pressthe [Facsimile] key.
The Facsimile display appears on the panel display.

Standan

e - fea
e T
Auto Image Density 001-080 § 081-160 § 161-240 { 241-320 § 321-400 § Group || E0est. Management

* Mo destination is programed under this title. Tenemiesion bodo
L
Ao Detect Sub T Mode
ETEe|

0 The Memory Transmission/Reception function is performed automatically even when another
function is being used. You need not switch the display. When data is received in memory, the
Receive File indicator is lit.

ye Reference
For more information, see Facsimile Reference <Basic Features>.
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Printer Mode

Changing to Printer Mode

To print from an application being run on a personal computer, you need not switch to Printer mode on
this machine. Y ou must switch to Printer mode, however, to perform the following operations:

e Form Feed

e Job Reset

» Sample Print
» Locked Print

l] Pressthe [Printer] key.

ape Tray Stalus 10 2w ofse Dfau D] &
8%x11 | 1117 [ 8%x11 | 8'%x11 [CstmSize

ample Prinocked Print

| View Sample Print jobs. 11 View Locked Print jobs.
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Printing

The machine can receive print data while another mode is functioning.

& Note
O If “Function Priority” in the System Settings is not set as “Printer”, printing is done after the current
job. For more information, see p.140 “User Tools (System Settings)”.

ﬂ Print thejob from your computer.
Printing starts.
& Note

O If User Codes have been set for the Printer function as described in Administrator Reference
Copier System Edition, you must enter your User Code from the Printer Driver.
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Scanner Mode

Changing to Scanner Mode

This optional Scanner Unit has two scanner functions: “Network TWAIN Scanner” and “ Network De-
livery Scanner”.

£ Reference
To configure the function priority, see Scanner Reference.

b4 Limitation

O In the following cases, the machine cannot be used as a scanner.
¢ While scanning originals for copying
¢ While scanning a fax message for transmission
¢ During Immediate Fax transmission

Using the Network TWAIN Scanner

ﬂ Place originals.
ﬂ Configure the scan options using the computer.
B Start the scan.

ye Reference
For more information, see Scanner Reference.
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Using the Network Delivery Scanner

nPIaceoriginals

ﬂ Pressthe [Scanner] key.
The Scanner display appears on the panel display.

FEB 11,2003 1:d8PH

100 dpi O Ready
#uto Detect
Texnt

None

SCANDO T

Cean Cettings
e scanned detawill b stoe
Recall Frogran

1 5ided Original None
RIEOriginal Settings | passund

B Specify [Scan Settings], [Original Settings]and [Recall Program].
ﬂ Pressthe [Start] key.

pe Reference
For more information, see Scanner Reference.
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Interrupting Scanning

If you want to scan while copying or faxing, follow the procedure below.

Scanning while copying

Usually, you cannot use this machine as a scanner until it finishes copying.

l] Pressthe [Clear/Stop] key.
Copying isinterrupted, and a confirmation dialog box appears.

ﬂ Press[Stop].

B Removetheoriginals.

ﬂ Place originalsto be scanned.
B Start the scan.

& Note
O When the scan is completed, press the [Copy] key and restart copying.
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Scanning while scanning a fax message for memory transmission

Usudly, you cannot use the Scanner function until scanning afax message for memory transmissionis
completed.

l] Press[Clear/Stop] key.
The fax message scan is interrupted.

& Note

O When using Quick Memory delivery, previously scanned originals will be delivered. For more in-
formation, see Facsimile Reference.

ﬂ Removetheoriginals.
B Place originalsto be scanned.
ﬂ Start the scan.

& Note
O When the scan is completed, press the [Facsimile] key and restart faxing.
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Scanning while performing immediate fax transmission

Usudlly, you cannot use the Scanner function while the machineis performing immediate fax transmis-
sion.

] Preparation

Select Function Reset Timer to set “Instant”. For more information, see p.140 “User Tools (System
Settings)”.

l] Press[Clear/Stop] key.
The immediate fax transmission is interrupted.

& Note
O Previously scanned originals will be delivered.

ﬂ Removetheoriginals.
B Place originalsto be scanned.
ﬂ Start the scan.

& Note
O When the scan is completed, press the [Facsimile] key and restart faxing.

Scanning while printing

Y ou can scan without interrupting printing.
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Multi-Access

Y ou can carry out another job using a different function while the current job is being performed.

Thisallowsyou to handle your jobs efficiently regardless of how the machine is being used. For exam-
ple:

» While making copies, you can scan documents to store in the Document Server.

»  While printing documents saved in the Document Server, the machine can receive print data.
* You can make copies while receiving fax data.

» While printing print data, you can make operations for copying.

Performing multiple functions simultaneously like thisis called Multi-accessing.

& Note

O To specify which function to give priority to, use [Print Priority]. The default setting is [Copy]. For more
information, see p.140 “User Tools (System Settings)”.

O If the optional SR770 (2 Tray Finisher) or PT460 (Multi-bin) is installed on the machine, you can
specify an output tray to which to deliver documents. For more information, see p.140 “User Tools
(System Settings)”.

’J‘Q'f‘MuIti-Access Operation

©: If the desired operation is set as "Function Priority”, it interrupts the current operation after the cur-
rent page has been completed. If the current operation is set as"Function Priority"”, the interrupting op-
eration is carried out automatically after the current operation ends.

O: If the desired operation is set as " Function Priority”, it interrupts the current operation after the cur-
rent job has been completed. If the current operation is set as "Function Priority", the interrupting op-
eration is carried out automatically after the current operation ends.
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@: Operation is enabled when a function key or the [Interrupt] key is pressed, or remote switching
(when scanning) is carried out.

A: The operation is enabled by pressing the [Interrupt] key to interrupt the current operation.

x: The operation can only be started after the current operation ends. (Operations cannot be carried out
at the sametime.)

Desired Operation Copy (including Interrupt Fax Printer Scanner
"Store File" operation) | ~ Copy o Send Receive | g Print
=3 2
olo|lo|lo|lo|lo| 2|z =z|5 || 2|F|2|3|F|oO [
388 8|3 |8|2Es| 5|3 |8|5|5|5|2|5|3 8
3 s | s | & S|8g/ 3 8|2 = | 2|8
g =158 2588|288 1518
218 323 2| 3 2 8| 8
8= g |&2 2|2 g gl
@ S 7% 2| 8 = 2| 3
173 1%] 123 = 5 «Q
¢ |58 5|2 ®
S| 13|¢8
=
*1
! Cioor[BC|BC|[BC|BC|BC|BC| B | B | B | B |B| B |[BC|[BC|[BC[BC|BC| B |C
Current Operation mode(Ww L WLIWLwWLIwWLWL| W | W /[w | w/[w|WwiwLWwLwLWwL[wL|w]|L
Copy | Operating Bl x| x| x|[x|e|e|@|@|O0|@@]|O ojlo|Oo|]O0O|]O|@®@|@®@ | @
Copying (when scanning) & O | a| a| a0 0|0 |0@|O0| @®|0 A | O | a | a|la|lO0|0 |0
Copying (when printing) Y| o | a A |l Aa|l@®@ | ®@|O|O|O]|O]|O A O | a | a| a|O| O |O%3
Copying with staple (when scanning first set) E e A A A () [ o 0 [e] ® | O A [¢) A A A [ ) [ ) [ )
Copying with staple (when printing second set) | 8 O | a A | A | ®@ @ O0O|O|O|O]|O A O | a | a | a |0 ]| O |Ox*3
Copying with sort (when scanning first set) BYlo|a|a|a|e|e|e@e|@|0| @0 A | O | A | a|a|lO0 |0 o
Copying with sort (when printing second set) | BV | © | a A | Al @ ®@|O|O|O]|O]|O A O | a | a| a0 O |O*3
Interrupt | Operation BV [ X | X [ X [ X[ X | X|X[X]|O|X]|o| A |0 |a|a|a|XxX|x|X
Copy  [Copying BV [ X [ X [ x [ X[ x| X[ x| x|o[X|o| a|0o]|a|a|[a|[x][x][Xx
Fax Operating a transmission BW| ®@ | ®©| ®©| ®©| ®| ®| X | X|O| X|O O|loj]o|o|]o0o|e|@®@ | @
Scanning (when memory transmission) | gw | X X X X X X X X [e] X [e] ] O (@] (@} (@] X X X
) —
& | Memory transmitting BW| O | O] 0|00 ]|]O0|O]|O]| a ] X|X 0O|]O0|O0|0O0|O0O|O]|0O0]|O
2 Mmmediate transmitting BW [ X X X X X X X | X X X | X €] 0O|lo]o|oO X X X
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*1 BW = Black & White, CL = Color Mode
*2 If afax isbeing received, the operation is not performed until reception is complete.
*3 Scanning is "Print Priority".
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2. Windows 2000 Print Server Configuration

Touseanetwork printer, click [SmartNetMonitor], [ Standard TCP/IP Port], or [LPR Port] wheninstalling
the printer driver.
» SmartNetMonitor
See p.35 “ Configuring Protocols’, p.39 “Installing Software”, p.40 “Installing the PCL 5¢ or RPCS
Printer Driver”, and p.45 “Installing the PostScript Printer Driver”.
« Standard TCP/IP Port, LPR Port
See p.35 “Configuring Protocols’, p.40 “Installing the PCL 5¢ or RPCS Printer Driver”, and p.45
“Installing the PostScript Printer Driver”.

& Note

O If you want to use LPR Port, Print Services for UNIX must be installed. For details, see Windows
2000 Help.

Configuring Protocols

Configuring TCP/IP and IPP for Printing

This describes how to configure the network interface board and Windows 2000 to use TCP/IP and | PP.

B Preparation
To use NetBEUI, use the SmartNetMonitor for Client port.
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Configuring the printer

Configure the printer to use TCP/IP.
» Check TCP/IPis set to active. (Default is active.)
* Assign an IP address and make other settings required for TCP/IP.

# Reference

For more information about how to make the above settings, see “Windows 2000 Configuration”,
Printer Client Reference Copier System Edition.

If DHCP is used to assign IP addresses, see p.317 “Using DHCP”.

& Note
O After setting the IP address, use the ping command to confirm that it has been set correctly.
@ On the [Start] menu, point to [Programs], point to [Accessories] and then click [Command Prompt].
@ Enter the following: (Example: IP address is 192.168.15.16)
C. > ping 192.168. 15. 16
If the address is configured correctly, the following message appears:
Reply from 192.168.15.16 : bytes=32 ti ne<lOnms TTL=32
If the address is configured incorrectly, the following message appears:
Request tined out.

Configuring a Windows 2000 computer

Follow the procedure below to configure a Windows 2000 computer to use TCP/IP.
l] On the[Start] menu, point to [Settings], and then click [Network and Dial-up Connections].
ﬂ Click [Local Area Connection]. On the [File] menu, click [Properties].
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B Check [Internet Protocol (TCP/IP)] is selected in the [Components checked are used by this connec-
tion:] box on the [General] tab.

& Note
O If the check box for TCP/IP is not selected, select it.

O If TCP/IP is not installed, click [Install] on the [General] tab and install it. For more information
about installing TCP/IP, see Windows 2000 Help.

ﬂ Configure TCP/IP with an appropriate | P addr ess, subnet mask, and other settings.
Check with the network administrator that the settings are correct.

Configuring NetBEUI for Printing

This describes how to configure the network interface board and Windows 2000 to use NetBEUI.

Configuring the printer

Configure the printer to use NetBEUI.
» Check NetBEUI is set to active. (Default is active.)

ye Reference

For more information about how to make the above settings, see “Windows 2000 Configuration”,
Printer Client Reference Copier System Edition.
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Configuring a Windows 2000 computer

Follow the procedure below to configure a Windows 2000 computer to use NetBEUI.
l] On the[Start] menu, point to [Settings], and then click [Network and Dial-up Connections].
ﬂ Click [Local Area Connection]. On the [File] menu, click [Properties].

B Check [NetBEUI Protocol] isselected in the [Components checked are used by this connection:] box
on the [General] tab.

& Note
O If the check box for NetBEUI is not selected, select it.

O If NetBEUI is not installed, click [Install] on the [General] tab and install it. For more information
about installing NetBEUI, see Windows 2000 Help.
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Installing Software

Installing SmartNetMonitor for Client

l] Quit all applicationsthat arerunning.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start theinstaller.

& Note
O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [SmartNetMonitor for Client/Admin].

B The softwar e license agreement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].

E Follow the instructions on the screen.

& Note
O If you are required to restart the computer after the installation of SmartNetMonitor for Client, re-
start and continue configuration.
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Installing the PCL 5c or RPCS Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [PCL/RPCS Printer Drivers].

B The softwar e license agr eement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].
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E Select the printer driversyou want to use when the [Select Program] dialog box appears, and
then click [Next>].

Y ou can select more than one printer driver.

ﬂ Select the [Printer Name] check box to select the printer model(s) you want to use.
To change the printer name, use the [Change settings for 'Printer Name'] box.

B Double-click the printer name to display its settings.

@ Note

O The details shown for [Comment:], [Driver:], and [Port:] vary depending on the operating system
being used, model of printer selected, and port being used.

ﬂ Click [Port:], and then click [Add] in the [Change settings for 'Port'] box.
The [Add Port] dialog box appears.

[E] Thenext part of the proceduredependson theport in use. Follow the section that corresponds
to the port you want to use.

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [OK].
@ Select the printer you want to use.

O TCP/IP

@ Click [TCPAP], and then click [Search].
Available printers will be listed.
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@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.

O NetBEUI

@ Click [NetBEUI], and then click [Search].
A list of printersthat can be used with NetBEUI appears.

@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to a broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the NetBEUI address. Check
the NetBEUI network address is on the configuration page. For more information about
printing the configuration page, see p.236 “Printing a Configuration Page”. NetBEUI ad-
dress appears as “WRNPxxxx\xxx” on the configuration page. Enter the printer's network
path name in the form of “%%Computer name\Share name”. Do not enter “\\" as head
characters but “%%”.

O You cannot print to printers beyond routers.

ad IPP
@ Click [IPP].
The IPP setting dialog box appears.
® To specify the printer's |IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168. 15. 16/ pri nter

i pp://192.168. 15. 16/ printer J_/‘
,//
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® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent
name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set as the | PP port name.
@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK].

Standard TCP/IP Port

@ Click [Standard TCP/IP Port], and then click [OK].
@ |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Next>].

© In the[Printer Name or IP Address] box, enter the printer nameor | P address, and then click
[Next>].

O |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Finish].

LPR Port

@ Click [LPR Port], and then click [OK].
@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.
© I n the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].

m Make surethelocation for the selected printer isdisplayed after [Port:].
[ﬂ Double-click [Shared] to display share settings.
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[B To sharethe printer, select the [Shared] check box.
[I] Check the boxes under [Share name] to install the alter native driver for the necessary system.

& Note

O Select the [Shared] check box to start installation of an alternative driver ([Windows NT 4.0/2000]
and [Windows 95/98/Me] are already selected).

O You can add an alternative driver after installation. See p.54 “Settings for Printer Share”.

[B Configurethe default printer asnecessary.

O Default Printer
Select the [Default Printer] check box to set the printer as the default printer.

[B Click [Continue] to start printer driver installation.

[ﬂ When the [Select Program] dialog box appears, click [Finish].

[[3 When the [Installation completion] dialog box appears, click [Finish].
m Set up the options.

@ Note

O You must set up the options when bidirectional transmission is disabled. For more information
about bidirectional transmission status, see p.52 “Bidirectional transmission”.

A Reference
For more information about option settings, see p.51 “Setting Up Options”.
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Installing the PostScript Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

& Note

O The printer driver with the selected language will be installed. The printer driver will be installed
in English if you select the following languages: Cestina, Magyar, Polski, Portugues, Suomi

ﬂ Click [PostScript 3 Printer Driver].
Add Printer Wizard starts.

l y
,//
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B Click [Next>].
E Click [Local printer], and then click [Next>].
ﬂ Click [Create a new port:].

B Thenext part of the proceduredependson theport in use. Follow the section that corresponds
to the port you want to use.

e SmartNetM onitor
» Standard TCP/IP Port
 LPR Port

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [Next>].
@ Select the printer you want to use.

O TCP/P

@ Click [TCPAP], and then click [Search].
Available printers will be listed.

@ Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.
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O NetBEUI

@ Click [NetBEUI], and then click [Search].
A list of printersthat can be used with NetBEUI appears.

@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to a broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the NetBEUI address. Check
the NetBEUI network address is on the configuration page. For more information about
printing the configuration page, see p.236 “Printing a Configuration Page”. NetBEUI ad-
dress appears as “\RNPxxxx\xxx” on the configuration page. Enter the printer's network
path name in the form of “%%Computer name\Share name”. Do not enter “\\" as head
characters but “%%”.

O You cannot print to printers beyond routers.

ad IPP

@ Click [IPP].
The IPP setting dialog box appears.

®@ To specify the printer's |IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168. 15. 16/ pri nter
i pp://192.168. 15. 16/ printer

® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent

name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set as the | PP port name.
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@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK].

Standard TCP/IP Port

@ Click [Standard TCP/IP], and then click [OK].
@ |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Next>].

© In the[Printer Name or IP Address] box, enter the printer nameor | P address, and then click
[Next>].

O |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Finish].

LPR Port

@ Click [LPR Port], and then click [OK].
@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.
@ I n the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].

g Confirm to select the name of the printer whose driver you want to install, and then click
[Next>].

[E Change the name of the printer if you want, and then click [Next>].

Configure the default printer as necessary. Select the[Yes] check box to set the printer asthe default
printer.

l y
,//
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[I] select the [Share as:] check box, and then click [Next>].
To change the printer name, use the [Share as:] box.

[ﬂ In the [Location and Comment] dialog box, enter the location and comment about the printer,
and then click [Next>].

[B Select whether or not you want to print a test page, and then click [Next>].

[I] Click [Finish].
Printer driver install ation starts.

[B Set up the options.

A Reference
For more information about option settings, see p.51 “Setting Up Options”.

Changing Port Settings

This describes how to change SmartNetMonitor for Client settings, such as proxy server settings or |PP
URL.

& Note
O There are no settings for NetBEUI.

ﬂ In the[Printers] window, click theicon of the printer you want to use. On the [File] menu, click
[Properties].
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ﬂ Click the[Ports] tab, and then click [Configure Port].
The [Port Configuration:] dialog box appears.

& Note
O If you cannot set items on the [Recovery/Parallel Printing] tab, follow the procedure below.
@ Click [Cancel] to close the [Port Configuration:] dialog box.
® Start SmartNetMonitor for Client, and then right-click the SmartNetMonitor for Client icon on
the taskbar.
® Click [Extended Features Settings], and then select the [Set Recovery/Parallel Printing for each port]
check box.

@ Click [OK] to close the [Extended Features Settings] dialog box.
» For IPP, you can configure User Settings, Proxy Settings, and Timeout Settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.
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Setting Up Options

Y ou must set up installed options, paper size, and feed direction with the printer driver when bidirec-
tional transmission is disabled.

b4 Limitation

O Changing the printer settings requires Manage Printers permission. Members of the Administrators
and Power Users groups have Manage Printers permission by default. When you set up options,
log on using an account that has Manage Printers permission.

& Note
O The description uses the PCL 5c printer driver.

l] On the[Start] menu, point to [Settings], and then click [Printers].
The [Printers] window appears.

ﬂ Click theicon of the printer you want to use. On the[File] menu, click [Properties].

& Note

0 When you open the printer properties dialog box for the first time after installing the RPCS printer
driver, the confirmation window appears. After that, the initial display of the printer properties di-
alog box appears.

B Click the[Accessories] tab.

& Note
O If you are using the RPCS printer driver, click the [Change Accessories] tab.
O If you are using the PostScript 3 printer driver, click the [Device Settings] tab.
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ﬂ Select optionsyou have installed from the [Options] group, and then make any necessary set-
tings.
& Note
O If you are using the RPCS printer driver, select the options from [Select printer options:].
O If you are using the PostScript 3 printer driver, select the options from [Installable Options].

B ciick [0k,

¥FBidirectional transmission

When bidirectional transmission is enabled, information about paper size and feed direction settingsis
automatically sent to the printer by a computer. Y ou can aso check the printer status from your com-
puter.

» Bidirectional transmission is supported by Windows 95/98/M e, Windows 2000, Windows XP, and
Windows NT 4.0.

 If you usethe RPCS printer driver and bidirectiona transmission is enabled, the [Change Accesso-
ries] tab is shaded, and cannot be modified

& Note

O The RPCS printer driver supports bidirectional transmission and updates the printer status automat-
ically.

O The PCL 5c printer driver supports bidirectional transmission; you can update the printer status
manually. However, it does not support bidirectional transmission over a parallel connection.

O The PostScript 3 printer driver does not support bidirectional transmission.
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Bidirectional transmission requires the following conditions:

O When connecting via parallel cable
» The computer must support bidirectional transmission.
» The printer must be set to bidirectional transmission.
» Theinterface cable must support bidirectional transmission.

» The machine must be connected to the computer using standard parallel cable and parallel con-
nector.

» Under Windows 2000, [Enable bidirectional support] must be selected and [Enable printer pool-
ing] must not be selected on the [port] tab with RPCS printer driver.

O When connecting with the network
» The printer must be set to bidirectional transmission.

*  SmartNetMonitor for Client included on the CD-ROM must be installed, and TCP/IP must be
used.

» Under Windows 2000, [Enable bidirectional support] must be selected and [Enable printer pool-
ing] must not be selected on the [port] tab with RPCS printer driver.




Administrator Reference Copier System Edition

Settings for Printer Share

b4 Limitation

O Changing the printer settings requires Manage Printers permission. Members of the Administrators
and Power Users groups have Manage Printers permission by default. When you set up options,
log on using an account that has Manage Printers permission.

l] On the[Start] menu, point to [Settings], and then click [Printers].
The [Printers] window appears.

ﬂ Click theicon of the printer you want to use. On the [File] menu, click [Properties].
B Select the [Shared as:] check box on the [Sharing] tab.

ﬂ To share a printer with users running different versions of Windows, click [Additional Driv-
ers...], and then follow theinstruction on the screen.

& Note
O If you have installed an alternative driver by selecting the [Shared] check box, you do not have to
follow this step.

B ciick [0k,
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3. Windows XP Print Server Configuration

To use aprinter connected to the Ethernet interface, click [SmartNetMonitor], [Standard TCP/IP Port], or
[LPR Port] when installing the printer driver.
* SmartNetMonitor
See p.55 “ Configuring Protocols’, p.58 “Installing Software”, p.59 “Installing the PCL 5¢ or RPCS
Printer Driver”, and p.64 “Installing the PostScript Printer Driver”.
» Standard TCP/IP Port, LPR Port
See p.55 “ Configuring Protocols’, p.59 “Installing the PCL 5¢ or RPCS Printer Driver”, and p.64
“Installing the PostScript Printer Driver”.

@ Note

O If you want to use “LPR Port”, “Print Services for UNIX” must be installed. For details, see Win-
dows XP Help.

Configuring Protocols

Configuring TCP/IP and IPP for Printing

This describes how to configure the network interface board and Windows XP to use TCP/IP and | PP.
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Configuring the printer

Configure the printer to use TCP/IP.
» Check TCP/IPis set to active. (Default is active.)
* Assign an IP address and make other settings required for TCP/IP.

ye Reference

For more information about how to make the above settings, see “Windows XP Configuration”, Print-
er Client Reference Copier System Edition.

If DHCP is used to assign IP addresses, see p.317 “Using DHCP”.

& Note
O After setting the IP address, use the ping command to confirm that it has been set correctly.
@® On the [Start] menu, point to [All Programs], point to [Accessories], and then click [Command
Prompt].
@ Enter the following: (Example: IP address is 192.168.15.16)
C. > ping 192.168. 15. 16
If the address is configured correctly, the following message appears:
Reply from 192.168.15.16 : bytes=32 ti ne<lOnms TTL=32
If the address is configured incorrectly, the following message appears:
Request tined out.
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Configuring a Windows XP computer

Follow the procedure below to configure a Windows XP computer to use TCP/IP.
l] On the[Start] menu, point to [Control Panel], and then click [Network Connections].
ﬂ Click [Local Area Connection]. On the [File] menu, click [Properties].

B Check [Internet Protocol (TCP/IP)] is selected in the [This connection uses the following items:] box
on the [General] tab.

& Note
O If the check box for TCP/IP is not selected, select it.

O If TCP/IP is not installed, click [Install] on the [General] tab and install it. For more information
about installing TCP/IP, see Windows XP Help.

ﬂ Configure TCP/IP with an appropriate | P addr ess, subnet mask, and other settings.
Check with the network administrator that the settings are correct.
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Installing Software

Installing SmartNetMonitor for Client

l] Quit all applicationsthat arerunning.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start theinstaller.

& Note
O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [SmartNetMonitor for Client/Admin].

B The softwar e license agreement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].

E Follow the instructions on the screen.

& Note
O If you are required to restart the computer after the installation of SmartNetMonitor for Client, re-
start and continue configuration.
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Installing the PCL 5c or RPCS Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [PCL/RPCS Printer Drivers].

B The softwar e license agr eement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].
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E Select the printer driversyou want to use when the [Select Program] dialog appears, and then
click [Next>].

Y ou can select more than one printer driver.

ﬂ Select the [Printer Name] check box to select the printer model(s) you want to use.
To change the printer name, use the [Change settings for 'Printer Name'] box.

B Double-click the printer name to display its settings.

& Note
O The details shown for [Comment:], [Driver:], and [Port:] vary depending on the operating system
being used, model of printer selected, and port being used.
ﬂ Click [Port:], and then click [Add] in the [Change settings for 'Port'] box.

[[ﬂ Thenext part of the procedur edependson the port in use. Follow the section that corresponds
to the port you want to use.

e SmartNetMonitor
« Standard TCP/IP Port
* LPR Port

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [OK].
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@ Select the printer you want to use.

O TCP/P

@ Click [TCP/IP], and then click [Search].
Available printers will be listed.

@ Click the printer you want to use, and then click [OK].

@ Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.

ad IPP

@ Click [IPP].
The IPP setting dialog box appears.

® To specify the printer's IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168.15. 16/ printer
i pp://192.168. 15. 16/ pri nter

® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent
name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set asthe IPP port name.
@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK]. '
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Standard TCP/IP Port

@ Click [Standard TCP/IP], and then click [OK].
@ |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Next>].

© In the[Printer Name or IP Address] box, enter the printer nameor | P address, and then click
[Next>].

O |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Finish].

LPR Port

@ Click [LPR Port], and then click [OK].
@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.
© In the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].

m Make surethelocation for the selected printer isdisplayed after [Port:].

[ﬂ Double-click [Shared] to display share settings.

[B To sharethe printer, select the [Shared] check box.

[I] Check the boxes under [Share name] to install the alter native driver for the necessary system.

& Note
O Select the [Shared] check box to start installation of an alternative driver ([Windows NT 4.0/2000]
and [Windows 95/98/Me] are already selected).

O You can add an alternative driver after installation. See p.72 “Settings for Printer Share”.

l y
,//
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[B Configurethe default printer asnecessary.

O Default Printer
Select the [Default Printer] check box to set the printer as the default printer.

[E Click [Continue] to start printer driver installation.

@ Note

O During installation, the [Software Installation] dialog box may appear. In this case, click [Continue
Anyway] to continue the installation.

[ﬂ When the [Select Program] dialog box appears, click [Finish].
[[3 When the [Installation completion] dialog box appears, click [Finish].
m Set up the options.

& Note

O You must set up the options when bidirectional transmission is disabled. For more information
about bidirectional transmission status, see p.70 “Bidirectional transmission”.

A Reference
For more information about option settings, see p.69 “Setting Up Options”.
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Installing the PostScript Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

& Note

O The printer driver with the selected language will be installed. The printer driver will be installed
in English if you select the following languages: Cestina, Magyar, Polski, Portugues, Suomi

ﬂ Click [PostScript 3 Printer Driver].
Add Printer Wizard starts.

l y
,//
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B Click [Next>].
E Click [Local printer attached to this computer], and then click [Next>].
ﬂ Click [Create a new port:].

B Thenext part of the proceduredependson theport in use. Follow the section that corresponds
to the port you want to use.

e SmartNetM onitor
» Standard TCP/IP Port
 LPR Port

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [Next>].
@ Select the printer you want to use.

O TCP/P

@ Click [TCPAP], and then click [Search].
Available printers will be listed.

@ Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.
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O IPP

@® Click [IPP].
The IPP setting dialog box appears.

®@ To specify the printer's |IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168. 15. 16/ pri nter
i pp://192.168. 15. 16/ pri nter

® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent
name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set asthe IPP port name.
@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK].

Standard TCP/IP Port

© Click [Standard TCP/IP], and then click [OK].
@ |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Next>].

© | n the[Printer Name or IP Address] box, enter the printer nameor | P address, and then click
[Next>].

O |n the [Add Standard TCP/IP Printer Port Wizard] window, click [Finish].

7
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LPR Port

@ Click [LPR Port], and then click [OK].
@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.
© In the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].
g Confirm to select the name of the printer whose driver you want to install, and then click
[Next>].
[E] Change the name of the printer if you want, and then click [Next>].
Configure the default printer as necessary. Select the[Yes] check box to set the printer asthe default
printer.
[I] Select the [Share name:] check box, and then click [Next>].
To change the printer name, use the [Share name: ] box.

[ﬂ In the [Location and Comment] dialog box, enter the location and comment about the printer,
and then click [Next>].

[B Select whether or not you want to print a test page, and then click [Next>].

[ﬂ Click [Finish].
Printer driver install ation starts.

& Note
O During installation, the [Hardware Installation] dialog box may appear. In this case, click [Continue
Anyway] to continue the installation.
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[B Set up the options.

A Reference
For more information about option settings, see p.69 “Setting Up Options”.

Changing Port Settings

Follow the procedure below to change SmartNetMonitor for Client settings, such as proxy server set-
tingsor IPP URL.

l] In the [Printers and Faxes] window, click theicon of the printer you want to use. On the [File]
menu, click [Properties].

B click the[Ports] tab, and then dlick [Configure Port].
The [Port Configuration:] dialog box appears.

& Note
O If you cannot set items on the [Recovery/Parallel Printing] tab, follow the procedure below.
(@ Click [Cancel] to close the [Port Configuration:] dialog box.
@ Start SmartNetMonitor for Client, and then right-click the SmartNetMonitor for Client icon on
the taskbar.

® Click [Extended Features Settings], and then select the [Set Recovery/Parallel Printing for each port]
check box.

@ Click [OK] to close the [Extended Features Settings] dialog box.
» For IPP, you can configure |PP User Settings, Proxy Settings, and Timeout Settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.
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Setting Up Options

You must set up installed options, paper size and feed direction with the printer driver when bidirec-
tional transmission is disabled.

b4 Limitation

O Changing the printer settings requires Manage Printers permission. Members of the Administrators
and Power Users groups have Manage Printers permission by default. When you set up options,
log on using an account that has Manage Printers permission.

& Note
O The description uses the PCL 5c printer driver.

l] Access the [Printers and Faxes] window from [Start] on the taskbar.
The [Printers and Faxes] window appears.

ﬂ Click theicon of the printer you want to use. On the[File] menu, click [Properties].

& Note

0 When you open the printer properties dialog box for the first time after installing the RPCS printer
driver, the confirmation window appears. After that, the initial display of the printer properties di-
alog box appears.

B Click the[Accessories] tab.

& Note
O If you are using the RPCS printer driver, click the [Change Accessories] tab.
O If you are using the PostScript 3 printer driver, click the [Device Settings] tab.
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ﬂ Select optionsyou have installed from the [Options] group, and then make any necessary set-
tings.
& Note
O If you are using the RPCS printer driver, select the options from [Select printer options:].
O If you are using the PostScript 3 printer driver, select the options from [Installable Options].

B ciick [0k,

’I‘Q'f=BidirectionaI transmission
When bidirectional transmission is enabled, information about paper size and feed direction settingsis
automatically sent to the printer by a computer. Y ou can also check printer status from your computer.

» Bidirectional transmission is supported by Windows 95/98/M e, Windows 2000, Windows XP, and
Windows NT 4.0.

 If you usethe RPCS printer driver and bidirectiona transmission is enabled, the [Change Accesso-
ries] tab is shaded, and cannot be used.

& Note

O The RPCS printer driver supports bidirectional transmission and updates the printer status automat-
ically.

O The PCL 5c printer driver supports bidirectional transmission; you can update the printer status
manually.

O The PostScript 3 printer driver does not support bidirectional transmission.
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Bidirectional transmission requires the following conditions:

O When connecting via parallel cable

The computer must support bidirectional transmission.
The printer must be set to bidirectional transmission.
The interface cable must support bidirectional transmission.

The machine must be connected to the computer using standard parallel cable and parallel con-
nector.

Under Windows XP [Enable bidirectional support] must be selected and [Enable printer pooling]
must not be selected on the [port] tab with RPCS printer driver.

O When connecting with the network

The printer must be set to bidirectional transmission.

SmartNetMonitor for Client included on the CD-ROM must be installed, and TCP/IP must be
used.

Under Windows X P [Enable bidirectional support] must be selected and [Enable printer pooling]
must not be selected on the [port] tab with RPCS printer driver.
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Settings for Printer Share

b4 Limitation

O Changing the printer settings requires Manage Printers permission. Members of the Administrators
and Power Users groups have Manage Printers permission by default. When you set up options,
log on using an account that has Manage Printers permission.

l] Access the [Printers and Faxes] window from [Start] on the taskbar.
The [Printers and Faxes] window appears.

ﬂ Click theicon of the printer you want to use. On the [File] menu, click [Properties].
B Select the [Share this printer:] check box on the [Sharing] tab.

ﬂ To share a printer with users running different versions of Windows, click [Additional Driv-
ers...], and then follow theinstruction on the screen.

& Note
O If you have installed an alternative driver by selecting the [Shared] check box, you do not have to
follow this step.

B ciick [0k,
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4. Windows NT 4.0 Print Server Configuration

To useaprinter connected to the Ethernet interface, click [SmartNetMonitor] or [LPR Port] when install-
ing the printer driver.
* SmartNetMonitor
See p.73 “ Configuring Protocols’, p.77 “Installing Software”, p.78 “Installing the PCL 5¢ or RPCS
Printer Driver”, and p.83 “Installing the PostScript Printer Driver”.
* LPRPort

See p.73 “ Configuring Protocols’, p.78 “Installing the PCL 5¢ or RPCS Printer Driver”, and p.83
“Installing the PostScript Printer Driver”.

@ Note

O Ifyouwantto use “LPR Port”, “Microsoft TCP/ IP Printing” must be installed. For details, see Win-
dows NT Help.

Configuring Protocols

Configuring TCP/IP and IPP for Printing

This describes how to configure the network interface board and Windows NT to use TCP/IP and | PP.
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Configuring the printer

Configure the printer to use TCP/IP.
» Check TCP/IPis set to active. (Default is active.)
* Assign an IP address and make other settings required for TCP/IP.

ye Reference

For more information about how to make the above settings, see “Windows NT 4.0 Configuration”,
Printer Client Reference Copier System Edition.

If DHCP is used to assign IP addresses, see p.89 “Bidirectional transmission”.

& Note
O After setting the IP address, use the ping command to confirm that it has been set correctly.
@ On the [Start] menu, point to [Programs], and then click [Command Prompt].
@ Enter the following: (Example: IP address is 192.168.15.16)
C. > ping 192.168. 15. 16
If the address is configured correctly, the following message appears:
Reply from 192.168.15.16 : bytes=32 ti ne<lOnms TTL=32
If the address is configured incorrectly, the following message appears:
Request tined out.

Configuring a Windows NT computer

Follow the procedure below to configure aWindows NT computer to use TCP/IP.
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l] Open [Control Panel] and double-click the [Network] icon. Check “TCP/IP Protocol” islisted in
the [Network protocols] box on the [Protocols] tab.

& Note
O If TCP/IP is not installed, click [Add] on the [Protocols] tab and install it. For more information

about installing TCP/IP, see Windows NT Help.
ﬂ Check TCP/IP with an appropriate | P address, subnet mask, and other settings.
Check the settings are correct with the network administrator.

B Click the[Services] tab, and confirm that “Microsoft TCP/IP Printing” isinstalled.

If “Microsoft TCP/IP Printing” is not installed, click [Add] on the [Services] tab, and install it. For
more information about installing and configuring network services, see Windows NT Help.

Configuring NetBEUI for Printing

This describes how to configure the network interface board and Windows NT to use NetBEUI.

& Preparation
To use NetBEUI, use the SmartNetMonitor for Client port.

Configuring the printer

Configure the printer to use NetBEUI.
» Check NetBEUI is set to active. (Default is active.)

ye Reference

For more information about how to make the above settings, see “Windows NT 4.0 Configuration”,
Printer Client Reference Copier System Edition.
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Configuring a Windows NT computer

Install NetBEUI on the Windows NT computer, and then change the LAN adapter number (Lana Num-
ber).

l] Open [Control Panel] and double-click the [Network] icon. Check [NetBEUI Protocol] islisted in
the [Network Protocols] box on the [Protocols] tab.

@ Note

O If NetBEUI is not installed, click [Add...] on the [Protocols] tab, and install it. For more information
about installing NetBEUI, see Windows NT Help.

ﬂ ChangetheLana Number. Click the [Services] tab, click [NetBEUI Interface] in the [Network Ser-
vices:] box, and then click [Properties:].

B Click theLanaNumber correspondingto the Nbf protocol of the[Network Route] headline, and
then click [Edit].

ﬂ Enter “0" asthe Lana Number.

& Note
O If another protocol's Lana Number is configured to “0”, change it to another number.

B Click [OK].
E Click [Close].
ﬂ After confirming the message to restart, click [Yes].

& Note
O After you change the Lana Number, you must restart the computer.



Administrator Reference Copier System Edition

Installing Software

Installing SmartNetMonitor for Client

l] Quit all applicationsthat arerunning.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start theinstaller.

& Note
O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [SmartNetMonitor for Client/Admin].

B The softwar e license agreement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].

E Follow the instructions on the screen.

& Note
O If you are required to restart the computer after the installation of SmartNetMonitor for Client, re-
start and continue configuration.
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Installing the PCL 5c or RPCS Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

ﬂ Click [PCL/RPCS Printer Drivers].

B The softwar e license agr eement appear sin the [License Agreement] dialog box.

After reading through the content, click [l accept the agreement.] to agree with the license agree-
ment, and then click [Next>].
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E Select the printer driversyou want to use when the [Select Program] dialog appears, and then
click [Next>].

Y ou can select more than one printer driver.

ﬂ Select the [Printer Name] check box to select the printer model(s) you want to use.
To change the printer name, use the [Change settings for 'Printer Name'] box.

B Double-click the printer name to display its settings.

& Note
O The details shown for [Comment:], [Driver:], and [Port:] vary depending on the operating system
being used, model of printer selected, and port being used.

ﬂ Click [Port:], and then click [Add] in the [Change settings for 'Port'] box.

[[ﬂ Thenext part of the procedur edependson the port in use. Follow the section that corresponds
to the port you want to use.

e SmartNetMonitor
 LPR Port

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [OK].
@ Select the printer you want to use.

O TCP/P

@ Click [TCP/P], and then click [Search].
Available printers will be listed.
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@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.

O NetBEUI

@ Click [NetBEUI], and then click [Search].
A list of printersthat can be used with NetBEUI appears.

@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the NetBEUI address. Check
the NetBEUI network address is on the configuration page. For more information about
the printing of configuration page, see p.236 “Printing a Configuration Page”. NetBEUI ad-
dress appears as “\RNPxxxx\xxx” on a configuration page. Enter the printer's network
path name in form of “%%Computer name \Share name”. Do not enter “\\" as head char-
acters but “%%”.

O You cannot print to printers beyond routers.

ad IPP
@ Click [IPP].
The IPP settings dialog box appears.
® To specify the printer's |IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168. 15. 16/ pri nter

i pp://192.168. 15. 16/ printer J_/‘
,//
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® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent
name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set as the | PP port name.
@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK].

LPR Port

@ Click [LPR Port], and then click [OK].
@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.
© In the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].

m Make surethelocation for the selected printer isdisplayed after [Port:].

[ﬂ Double-click [Shared] to display share settings.

[B To sharethe printer, select the [Shared] check box.

[I] Check the boxes under [Share name] to install the alter native driver for the necessary system.

& Note

O Select the [Shared] check box to start installation of an alternative driver ((Windows 98/98/Me] is al-
ready selected).

O You can add an alternative driver after installation. See p.91 “Settings for Printer Share”.

l y
,//
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[B Configurethe default printer asnecessary.

O Default Printer
Select the [Default Printer] check box to set the printer as the default printer.

[E Click [Continue] to start printer driver installation.

[ﬂ When the [Select Program] dialog box appears, click [Finish].

[[3 When the [Installation completion] dialog box appears, click [Finish].
m Set up the options.

@ Note

O You must set up the options when bidirectional transmission is disabled. For more information
about bidirectional transmission status, see p.89 “Bidirectional transmission”.

A~ Reference
For more information about option settings, see p.88 “Setting Up Options”.
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Installing the PostScript Printer Driver

ﬂ Quit all applicationsthat are running.

ﬂ Insert the CD-ROM into the CD-ROM drive.
Auto Run will start the installer.

¥ Important

O Never have two versions of the same printer driver installed on your system at the same time.
When upgrading to a new version of the printer driver, delete the old version, and then install the
new one.

& Note

O Auto Run might not work automatically due to certain operating system settings. If this is the
case, launch “Setup.exe” located in the CD-ROM root directory.

B Select alanguage for theinterface, and then click [OK].

The following languages are available: Cestina (Czech), Dansk (Danish), Deutsch (German), En-
glish (English), Espanol (Spanish), Francais (French), Italiano (Italian), Magyar (Hungarian), Ned-
erlands (Dutch), Norsk (Norwegian), Polski (Polish), Portugues (Portuguese), Suomi (Finnish),
Svenska (Swedish)

& Note

O The printer driver with the selected language will be installed. The printer driver will be installed
in English if you select the following languages: Cestina, Magyar, Polski, Portugues, Suomi

ﬂ Click [PostScript 3 Printer Driver].
Add Printer Wizard starts.

l y
,//
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B Click [Next>].
E Click [Local printer], and then click [Next>].
ﬂ Click [Add Port:].

B Thenext part of the proceduredependson theport in use. Follow the section that corresponds
to the port you want to use.

e SmartNetM onitor
 LPR Port

SmartNetMonitor

@ Click [SmartNetMonitor], and then click [New Port...].
@ Sclect the printer you want to use.

O TCP/IP

@ Click [TCP/IP], and then click [Search].
Available printers will be listed.

@ Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to an IP broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the printer's IP address or host
name.

O NetBEUI

@ Click [NetBEUI], and then click [Search].
A list of printersthat can be used with NetBEUI appears.
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@® Click the printer you want to use, and then click [OK].

& Note

O Printers that respond to a broadcast from the computer will be displayed. To print to a
printer not listed here, click [Specify Address], and then enter the NetBEUI address. Check
the NetBEUI network address is on the configuration page. For more information about
printing the configuration page, see p.236 “Printing a Configuration Page”. NetBEUI ad-
dress appears as “\RNPxxxx\xxx” on the configuration page. Enter the printer's network
path name in the form of “%%Computer name\Share name”. Do not enter “\\" as head
characters but “%%”".

0 You cannot print to printers beyond routers.

ad IPP

@ Click [IPP].
The IPP setting dialog box appears.

® To specify the printer's |IP address, enter “http://printer's-ip-address/printer” or
“ipp://printer's-ip-address/printer” in the [Printer URL] field.
(Example: IP addressis 192.168.15.16)
http://192.168.15. 16/ printer
i pp://192.168. 15. 16/ pri nter

® If necessary, enter the namesto distinguish the printer in [IPP Port Name]. Enter adifferent
name from those of existing port names.
If you do not do this, the address entered in [Printer URL] will be set asthe IPP port name.

@ If aproxy server and |PP user name are used, click [Detailed Settings] and configure the
necessary settings.
& Note
O For more information about these settings, see SmartNetMonitor for Client Help.

® Click [OK].
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LPR Port

@ Click [LPR Port], and then click [New Port...].

@ | n the[Name or address of server providing Ipd] box, enter the printer's|P address.

© In the [Name of printer or print queue on that server] box, enter “Ip”, and then click [OK].
O Click [Close] in the [Printer Ports] dialog box, and then click [Next>].

g Confirm to select the name of the printer whose driver you want to install, and then click
[Next>].

[E Change the name of the printer if you want, and then click [Next>].

Configure the default printer as necessary. Select the[Yes] check box to set the printer asthe default
printer.

m Select the[Shared:] check box, select the operating system as necessary, and then click [Next>].
To change the printer name, use the [Share Name:] box.

[ﬂ In the [Location and Comment] dialog box, enter the location and comment about the printer,
and then click [Next>].

[B Select whether or not you want to print atest page, and then click [Finish].
[ﬂ Printer driver installation starts.
[B Set up the options.

£ Reference
For more information about option settings, see p.88 “Setting Up Options”.
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Changing Port Settings

This describes how to change SmartNetMonitor for Client settings, such as proxy server settings or |PP
URL.

& Note
0 There are no settings for NetBEUI.

ﬂ In the[Printers] window, click theicon of the printer you want to use. On the [File] menu, click
[Properties].

ﬂ Click the[Ports] tab, and then click [Configure Port].
The [Port Configuration:] dialog box appears.

& Note
O If you cannot set items on the [Recovery/Parallel Printing] tab, follow the procedure below.
(@ Click [Cancel] to close the [Port Configuration:] dialog box.
@ Start SmartNetMonitor for Client, and then right-click the SmartNetMonitor for Client icon on
the taskbar.
® Click [Extended Features Settings], and then select the [Set Recovery/Parallel Printing for each port]
check box.

@ Click [OK] to close the [Extended Features Settings] dialog box.
» For IPP, you can configure User Settings, Proxy Settings, and Timeout Settings.

& Note
O For more information about these settings, see SmartNetMonitor for Client Help.
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Setting Up Options

Y ou must set up installed options, paper size, and feed direction with the printer driver when bidirec-
tional transmission is disabled.

b4 Limitation

O Changing the printer settings requires Full Control Access permission. Members of the Administra-
tors and Power Users groups have Full Control Access permission by default. When you set up op-
tions, log on using an account that has Full Control Access permission.

& Note
O The description uses the PCL 5c printer driver.

l] On the[Start] menu, point to [Settings], and then click [Printers].
The [Printers] window appears.

ﬂ Click theicon of the printer you want to use. On the[File] menu, click [Properties].

& Note

0 When you open the printer properties dialog box for the first time after installing the RPCS printer
driver, the confirmation window appears. After that, the initial display of the printer properties di-
alog box appears.

B Click the[Accessories] tab.

& Note
O If you are using the RPCS printer driver, click the [Change Accessories] tab.
O If you are using the PostScript 3 printer driver, click the [Device Settings] tab.
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ﬂ Select optionsyou have installed from the [Options] group, and then make any necessary set-
tings.
& Note
O If you are using the RPCS printer driver, select the options from [Select printer options:].
O If you are using the PostScript 3 printer driver, select the options from [Installable Options].

B ciick [0k,

’I‘Q'f=BidirectionaI transmission
When bidirectional transmission is enabled, information about paper size and feed direction settingsis
automatically sent to the printer by a computer. Y ou can also check printer status from your computer.

» Bidirectional transmission is supported by Windows 95/98/M e, Windows 2000, Windows XP, and
Windows NT 4.0.

» If you usethe RPCS printer driver and bidirectional transmission isenabled, on Windows 95/98/Me,
the unavail able functions are shaded, and cannot be used.

& Note

O The RPCS printer driver supports bidirectional transmission and updates the printer status automat-
ically.

O The PCL 5c printer driver supports bidirectional transmission; you can update the printer status
manually.

O The PostScript 3 printer driver does not support bidirectional transmission.
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Bidirectional transmission requires the following conditions:

O When connecting via parallel cable
» The computer must support bidirectional transmission.
» The printer must be set to bidirectional transmission.
» Theinterface cable must support bidirectional transmission.

» The machine must be connected to the computer using standard parallel cable and parallel con-
nector.

» Under Windows NT 4.0 [Enable bidirectional support] must be selected and [Enable printer pool-
ing] must not be selected on the [port] tab with RPCS printer driver.

O When connecting with the network
» The printer must be set to bidirectional transmission.

*  SmartNetMonitor for Client included on the CD-ROM must be installed, and TCP/IP must be
used.

» Under Windows NT 4.0 [Enable bidirectional support] must be selected and [Enable printer pool-
ing] must not be selected on the [port] tab with RPCS printer driver.
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Settings for Printer Share

b4 Limitation

O Changing the printer settings requires Full Control Access permission. Members of the Administra-
tors and Power Users groups have Full Control Access permission by default. When you set up op-
tions, log on using an account that has Full Control Access permission.

Use the [Printers] window to set up the printer.

l] On the [Start] menu, point to [Settings], and then click [Printers].
The [Printers] window appears.

ﬂ Click theicon of the printer you want to use. On the [File] menu, click [Properties].
B Select the [Shared] check box on the [Sharing] tab.

& Note
O If you use alternate drivers for Windows 95/98/Me client, Service Pack 4 or later is required. In-
stall the appropriate printer driver for each client.

ﬂ Toshareaprinter with usersrunning different ver sions of Windows, select the operating sys-
tem in the [Alternate Drivers:] box, and then follow theinstruction on the screen.

& Note
O If you have installed an alternate driver by selecting the [Shared] check box, you do not have to
follow this step.

B Click [OK].
The printers attached to the network are displayed.
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5. NetWare Configuration

This describes how to configure the printer for use as a print server or remote printer in a NetWare en-
vironment.

O SmartNetMonitor for Admin
To use a printer in a NetWare environment, configure the NetWare printing environment using
SmartNetMonitor for Admin.

& Note

O If you configure the NetWare printing using SmartNetMonitor for Admin under the following en-
vironments, Novell NetWare Client is required:
¢ NDS mode in Windows 95/98/Me
¢ NDS or Bindary mode in Windows 2000/Windows NT 4.0

O Use the version of Novell Client provided with your operating system, or the latest version.

O Printers listed by SmartNetMonitor for Admin
SmartNetMonitor for Admin displays alist of printers connected to the network.
If you cannot find the printer on the displayed list, refer to the configuration page printed on the
printer. For more information about printing a configuration page, see p.236 “Printing a Configura-
tion Page”.
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NetWare 3.x - Advanced Settings

The procedure for configuring the printer differs depending on whether the network interface board is
configured as a print server or remote printer. This section describes how to configure it in a NetWare
3.x environment.

Basic Procedure

(Install SmartNetMonitor for Admin j

Print Server Remote Printer

( Configure Network Interface Board J

Configure NetWare

Start the print server

Turn the power
off and on

N J

& Note
0 This section assumes NetWare is functional and the necessary environment for NetWare Print Ser-
vice is available.

g
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Installing SmartNetMonitor for Admin

Install SmartNetMonitor for Admin on your computer. For the installation procedure, see p.203 “In-
stalling SmartNetMonitor for Admin”.

After installing SmartNetMonitor for Admin, go to p.94 “ Setting Up as aPrint Server” to usethis com-
puter as a print server, or to p.96 “ Setting Up as a Remote Printer” to use it as aremote printer.

Setting Up as a Print Server

l] Log on to thefileserver asa Supervisor or the equivalent of a Supervisor.
ﬂ Run SmartNetMonitor for Admin.

B On the[Group] menu, point to [Search Device], and then click [IPX/SPX].
A list of printers appears.

& Note

O If you cannot identify which printer to configure from the list of printers, print the configuration
page and find it. For more information about printing the configuration page, see p.236 “Printing
a Configuration Page”.

O If no printer name appears on the list, match the IPX/SPX frame types between the computer
and printer. Use the [Network] dialog box of Windows to change the computer frame type. For
more information about changing equipment frame types, see p.92 “NetWare Configuration”.

ﬂ Select the printer you want to configure, and then click [NIB Setup Tool] on the [Tools] menu.
B Click [Wizard], and then click [OK].

l y
,//
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E Enter the device name in the [Device Name] box, a comment in the [Comment] box if necessary,
and then click [Next>].

ﬂ Select the [NetWare] check box, and then click [Next>].

B Click [Bindery Mode], enter the file server name in the [File Server Name:] box, and then click
[Next>].

In the [File Server Name:] box, enter the name of the file server in which the print server is to be
created. Y ou can also select afile server from the list that appears by clicking [Browse].

g Enter the print server name in the [Print Server Name] box, the printer name in the [Printer
Name] box, and the print queue name in the [Print Queue Name] box, then click [Next>].

* Inthe[Print Server Name] box, enter the name of the NetWare print server using up to 47 char-
acters.

* Inthe[Printer Name] box, enter the name of the NetWare printer.
 Inthe[Print Queue Name] box, enter the name of the print queue to be added to NetWare.

m After confirming the settings, click [Next>].
The settings take effect, and NIB Setup Tool closes.

[I] Exit SmartNetMonitor for Admin.
[ﬂ Turn the printer power off and on.

& Note
O To check the printer is configured correctly, enter the following after the command prompt:

F: > USERLI ST
O If the printer works as configured, the name of the print server appears as an attached user.
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Setting Up as a Remote Printer

ﬂ Log on to thefileserver asa Supervisor or the equivalent of a Supervisor.
ﬂ Run the SmartNetM onitor for Admin.

B On the[Group] menu, point to [Search Device], and then click [IPX/SPX].
A list of printers appears.

& Note

O If you cannot identify which printer to configure from the list of printers, print the configuration
page and find it. For more information about printing the configuration page, see p.236 “Printing
a Configuration Page”.

O If no printer name appears on the list, match the IPX/SPX frame types between the computer
and printer. Use the [Network] dialog box of Windows to change the computer frame type. For
more information about changing equipment frame types, see p.92 “NetWare Configuration”.

ﬂ Select the printer you want to configure, and then click [NIB Setup Tool] on the [Tools] menu.
B Click [Property Sheet], and then click [OK].

E Click the [NetWare] tab, and then make the following settings:
@ I n the [Print Server Name] box, enter the name of the print server.

@ In the [File Server Name] box, enter the name of the file server in which aprint server isto
be created.

By clicking [Browse], you can select afile server among those listed in the [Browse] dialog box.
© In the[Print Server Operation Mode] group, click [As Remote Printer].
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O | n the [Remote Printer No.] box, enter the printer number.

¥Important
O Use the same printer number as that to be created in the printer server.

@ Click [OK] to close the property sheet.
O After aconfirmation dialog box appears, click [OK].

ﬂ On the [NIB] menu, click [Exit] to exit NIB Setup Tool.

B Enter “PCONSOLE” after the command prompt.
F: > PCONSCLE

ﬂ Createaprint queue asfollows:

& Note
O If you use a currently defined print queue, proceed to step {[i.

@ On the[Available Options] menu, click [Print Queue Information], and then press [ Enter].
@ Press[INSERT], and then enter a print queue name.
® Press[ESC] to return to the [Available Options] menu.

[E Createaprinter asfollows:
@ On the [Available Options] menu, click [Print Server Information], and then press[Enter].
@ Tocreateanew print server, press [INSERT], and then enter a print server name.

If you are using acurrently defined print server, select one of the print servers shown in the [Print
Server] list.

ﬂlmportant
0 Use the same name as that specified in NIB Setup Tool. (Step [ - @)-
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@ On the [Print Server Information] menu, click [Print Server Configuration].
@ On the [Print Server Configuration] menu, click [Printer Configuration)].
@ Select theprinter which isindicated as“Not Installed”.

ﬁflmportant
0 Use the same number as that specified as the Remote Printer No. using NIB Setup Tool.
(Step [ - @).
@ If you want to change the name of the printer, enter a new name.

The name “Printer X” is assigned to the printer. The “x” stands for the number of the selected
printer.

@ For type, click [Remote Parallel, LPT1].

IRQ, Buffer size, Starting form, and Queue service mode are automatically configured.
@ Pressthe[ESC] key, and then click [Yes] in the confirmation dialog box.
© Pressthe[ESC] key to return to [Print Server Configuration Menu].

[I] Assign print queuesto the created printer asfollows:
@ From [Print Server Configuration Menu], click [Queues Serviced By Printer].
@ Select theprinter created in step (.
©® Pressthe[INSERT] key to select a queue serviced by the printer.

& Note
O You can select more than one queue at a time.

@ Follow theinstructions on the screen to make other necessary settings.
When you have finished the above steps, check the queues are assigned.

m Pressthe [ESC] key until “Exit?" appears, and then click [Yes] to close PCONSOLE.
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[B Start the print server by entering the following from the console of the NetWar e Server:
If it isrunning, restart it after exiting it.

O To exit
CAREE: unl oad pserver

O To start
CAREE: | oad pserver print_server_nhane

& Note
O If the printer works as configured, “Waiting for job” appears.
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NetWare 4.x, 5/5.1, 6 - Advanced Settings

The procedure for configuring the printer differ depending on whether the network interface board is
configured as a print server or remote printer. This section describes how to configure it in a NetWare

4.x,5/5.1, 6 environment.

O To use NetWare 5/5.1, 6
» Usethe printer as aprint server.
Do not use as aremote printer.
* If you usePure P, configure the printer to use TCP/IP. For more information about how to make
the settings, see p.92 “NetWare Configuration”.

Basic Procedure

(Install SmartNetMonitor for Admin j

Print Server Remote Printer

( Configure Network Interface Board J

Configure NetWare

Start the print server

Turn the power
off and on
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Installing SmartNetMonitor for Admin

Install SmartNetMonitor for Admin on your computer. For the installation procedure, see p.203 “In-
stalling SmartNetMonitor for Admin”.

After installing SmartNetMonitor for Admin, goto p.101 “ Setting Up asaPrint Server” to usethis com-
puter as a print server, or to p.105 “ Setting Up as a Remote Printer” to use it as a remote printer.

Setting Up as a Print Server

iﬁklmportant
O You must set up the print server using NDS mode in NetWare 4.x, 5/5.1, 6.

l] Log on to thefileserver asa Supervisor or the equivalent of a Supervisor.

ﬂ Run SmartNetMonitor for Admin.

B On the[Group] menu, point to [Search Device], and then click [IPX/SPX] or [TCP/IP].
A list of printers appears.

@ Note

O
U

If you use Pure IP, click [TCP/IP].

If you cannot identify which printer to configure from the list of printers, print the configuration
page and find it. For more information about printing the configuration page, see p.236 “Printing
a Configuration Page”.

If no printer name appears in the list, match the IPX/SPX frame types between the computer and
printer. Use the [Network] dialog box of Windows to change the computer frame type. For more
information about changing equipment frame types, see p.92 “NetWare Configuration”.

7
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ﬂ Select the printer you want to configure, and then click [NIB Setup Tool] on the [Tools] menu.

& Note
O If you use Pure IP, see p.103 “Using Pure IP in the NetWare 5/5.1, 6 Environment”.

B Click [Wizard], and then click [OK].

B Enter the device name in the [Device Name] box, a comment in the [Comment] box if necessary,
and then click [Next>].

n Select the [NetWare] check box, and then click [Next>].

B Click [NDS Mode], enter the file server namein the [File Server Name:] box, the NDS tree name
in the [NDS Tree:] box and the context in the [NDS Context:] box, and then click [Next>].

In the [File Server Name:] box, enter the name of the file server in which the print server isto be
created. Y ou can also select afile server from the list that appears by clicking [Browse].

By clicking [Browse], you can select a NDS context from those listed in the [Browse] dialog box.

For context, object names are entered from alower object and divided by a period. For example, if
you want to create a print server into NET under DS, enter “NET.DS".

ﬂ Enter the print server name in the [Print Server Name] box, the printer name in the [Printer
Name] box, the print queue namein the[Print Queue Name] box, and the print queue volumein
the [Print Queue Volume], and then click [Next>].

* Inthe [Print Server Name] box, enter the name of the NetWare print server using up to 47 char-
acters.

* Inthe[Printer Name] box, enter the name of the NetWare printer.
* Inthe [Print Queue Name] box, enter the name of the print queue to be added to NetWare.

* In[Print Queue Volume], enter the print queue volume. As a volume, object names are entered
from alower object and divided by a period. Y ou can select a volume by clicking [Browse]. r
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[E] After confirming the settings, click [Next>].
The settings take effect, and NIB Setup Tool closes.

[I] Exit SmartNetMonitor for Admin.
m Turn the printer power off and on.

& Note
O To check the printer is configured correctly, enter the following after the command prompt:

F:> NLIST USER / A/ B
O If the printer works as configured, the name of the print server appears as an attached user.

Using Pure IP in the NetWare 5/5.1, 6 Environment

@ Note

O When not using IPX, it is recommended that you change the print server protocol in the Web brows-
er from [TCP/IP+IPX] to [TCP/IP].

l] Log on to thefileserver asan Admin or the Equivalent of an Admin.
ﬂ Run SmartNetMonitor for Admin.

B Click [Property Sheet], and then click [OK].
The [NIB Setup Tool] dialog box appears.

ﬂ Click the [NetWare] tab, and make the following settings:
@ I n the[Print Server Name:] box, enter the name of the print server.
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@ |n the [File Server Name:] box, enter the name of the file server in which aprint server isto
be created.

By clicking [Browse], you can select afile server among those listed in the [Browse File Server]
dialog box.

@ In the [NDS Context:] box, enter the context of the print server.

By clicking [Browse], you can select NDS tree and NDS context from those listed in the [Browse
Context] dialog box.

For context, object names are entered from alower object and divided by aperiod. For example,
if you want to create a print server into Net under DS, enter “NET.DS”:

O | n the [Print Server Operation Mode] group, click [As Print Server].
@ Click [OK] to close the property shest.
O After the confirmation dialog box appears, click [OK].

B Exit SmartNetM onitor for Admin.
After this step, proceed to step ] on p.105 “ Setting Up as a Remote Printer”.
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Setting Up as a Remote Printer

ﬂ Log on to thefileserver asan Admin or the equivalent of an Admin.
ﬂ Run the SmartNetM onitor for Admin.

B On the[Group] menu, point to [Search Device], and then click [IPX/SPX].
A list of printers appears.

& Note

O If you cannot identify which printer to configure from the list of printers, print the configuration
page and find it. For more information about printing the configuration page, see p.236 “Printing
a Configuration Page”.

O If no printer name appears on the list, match the IPX/SPX frame types between the computer
and printer. Use the [Network] dialog box of Windows to change the computer frame type. For
more information about changing equipment frame types, see p.92 “NetWare Configuration”.

ﬂ Select the printer you want to configure, and then click [NIB Setup Tool] on the [Tools] menu.
B Click [Property Sheet], and then click [OK].

E Click the [NetWare] tab, and make the following settings:
@ I n the [Print Server Name] box, enter the name of the print server.

@ In the [File Server Name] box, enter the name of the file server in which aprint server isto
be created.

By clicking [Browse], you can select afile server among those listed in the [Browse] dialog box.

l y
,//
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©® In the [NDS Context] box, enter the context in which the print server isto be created.
By clicking [Browse], you can select a context from those listed in the [Browse] dialog box.

For context, object names are entered from alower level object and divided by a period. For ex-
ample, if you want to create a print server into NET under DS, enter “NET.DS":

@ |n the [Print Server Operation Mode] group, click [As Remote Printer].
@ | n the[Remote Printer No.] box, enter the number of the printer.

iﬁklmportant
O Use the same number as that of the printer to be created in the print server.

O Click [OK] to close the property shest.
ﬂ On the [NIB] menu, click [Exit] to exit NIB Setup Tool.
B From Windows, run NWadmin.

A Reference
For more information about NWadmin, see the documentation provided with NetWare.

g Create a print queue asfollows:

@ Select the container object the print queueislocated in among those in the directory tree,
and then click [Create] on the [Object] menu.

@ | n the[Class of new object] box, click [Print Queue], and then click [OK].
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© In the [Print Queue name] box, enter the name of the print queue.

@ |n the [Print Queue Volume] box, click [Browse].

@ In the[Available objects] box, click thevolumein which the print queueiscreated, and then
click [OK].

0O After confirming the settings, click [Create].

[E] Create aprinter asfollows:

@ Select the container object the printer islocated in, and then click [Create] on the [Object]
menu.

@ | n the[Class of new object] box, click [Printer], and then click [OK]. When you are using Net-
Wareb5/5.1, 6, click [Printer (Non NPDS)].

© In the [Printer name] box, enter the name of the printer.
O Select the [Define additional properties] check box, and then click [Create].

[I] Assign print queuesto the created printer asfollows:
@ Click [Assignments], and then click [Add] in the [Assignments] group.
@ | n the [Available objects] box, click the queue created in step [], and then click [OK].

© Click [Configuration], and in the [Printer type] list, click [Parallel], and then click [Communi-
cation].

@ Click [Manual load] in the [Communication type] group, and then click [OK].
@ After confirming the settings, click [OK].

m Createaprint server asfollows:

@ Select the context specified using NIB Setup Tool (Step [] - @), and on the [Object] menu,
click [Create].
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@ In the[Class of new object] box, click [Print Server], and then click [OK]. When you areusing
NetWare5/5.1, 6, click [Print Server (Non NPDS)].

© In the[Print Server name] box, enter the name of the print server.

¥Important
0 Use the same name as that specified using NIB Setup Tool. (Step [] - @).

O Select the [Define additional properties] check box, and then click [Create].

[B Assign the printer to the created print server asfollows:
@ Click [Assignments], and then click [Add] in the [Assignments] group.
@ | n the [Available objects] box, click the queue created in step [fJ, and then click [OK].
© In the[Printers] group, click theprinter assigned in step @, and then click [Printer Number].
@ Enter the printer number, and then click [OK].

¥ Important
0 Use the same number as that specified as Remote Printer No. using NIB Setup Tool. (Step

3-e.
@ After confirming the settings, click [OK].

[ﬂ Start the print server by typing the following from the console of the NetWare Server.
If itisrunning, restart it after closing.

O To exit
CAREE: unl oad pserver

O To start
CAREE: | oad pserver print_server_nhane
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6. Document Server

Overview

The Document Server enablesyou to save documentsin the optional Hard Disk Drive (40 GB) and then
edit and print them as you want.

Y ou can save the following:
» Datafrom documents scanned using the document feeder
» Datafrom documents scanned using the exposure glass

» With the Printer Function, storing documents in the Hard Disk Drive using functions of Sample
Print or Locked Print is available. For more information, see "Sample Print/Locked Print", Printer
Client Reference Copier System Edition.
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Process

ﬂ Prepar e the documents you want to save.

ﬂ Save the documents.

The documents are saved in the optional Hard Disk Drive (40 GB) .

B Print the documents, send faxes, and transfer the documents and the datato a PC.

Y ou can print saved documents with any settings you desire at any time.
Scanned document data can be transferred to a PC.
Y ou can resend saved documents you desire at any time.

iﬁklmportant

O

O O @

O

Do not turn off the main power switch when the Operation Switch is on or the On indicator is lit.
If you turn it off during an operation, the memory or hard disk might be damaged.

Avoid any strong shocks to the machine. This could damage the hard disk drive or delete stored
files. For precautionary reasons, files should be copied to another local computer.

Limitation
The Document Server function requires the optional Hard Disk Drive (40 GB).

Data for documents in the Document Server function list that were scanned in using the Scan
function and stored using the Facsimile function are not displayed.

The documents stored by scanning are not available to print.

You can fax documents stored using the facsimile feature. To fax documents, use the Facsimile
Feature display.

Optional Desk Top Binder V2 Professional or Desk Top Binder V2 Lite are required for transfer-
ring data to your computer.
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Relationship between Document Server and Other

Functions

The following table lists the relationship between the Document Server and other machine functions.

Howtoissuestorage

Function name instructions Displaying alist Printing documents | Sending documents
Copy Copy/Document | ) Enabled Disabled
Server
Facsimile Facsimile Enabled Enabled Enabled
Scanner Scanner Disabled Disabled Disabled
£ Reference

For information about storing, sending and manipulating files when using the Facsimile function, see
"Using Document Server", Facsimile Reference <Advanced Features>.
For information about storing and manipulating files when using the scanner function, see "Using
Document Server", Scanner Reference.
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Features and Benefits

On Demand Printing

Use to print any saved document as required.

O Your current situation might be...
Are you wasting time always looking for the same document because you regularly make copies of

that document?
*  When you need to print multiple sets of documents 2-sided and stapled together, you normally
print the originals, make duplex copies and then staple them together manually.

ZFQX010J
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O With the Document Server

If you save your document in the Document Server, you can print it out at any time with the neces-
sary print settings, such as duplex and stapling.

Y ou can store fax documents and document data so that you can print them whenever necessary.

ZFFHO70E

& Note

0 Stapling require the installation of the optional 2 Tray Finisher.

O Duplex printing require the installation of the optional duplex unit.

O You can use a password to prevent others from printing saved documents.
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File Merge Printing

Y ou can combine multiple scanned documents to print them in one set.

O Your current situation might be...
Y ou want to combine several originals that are different in density, size, and paper weight.
» Scrapped and pasted originals
e Photo originals
* Onesided originals
e Twosided originas

2 &) [

ZFFHOB0E
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O With the Document Server
Set the print order to print documents together.
When scanning, you can mix documents fed from the ADF with documents placed on the Exposure
Glass.

[

/

G o,

& Note

O You can check the print result by printing a sample set before making a large print run by press-
ing the [Sample Copy] key. If you are not satisfied with the print result of some pages of the set,
you can scan that part again.

ZFFHO90E
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Facsimile Resend

You can send a stored document repeatedly. For more information about sending a stored document
repeatedly, see "Sending a Stored File", Facsimile Reference <Advanced Features>.

O You current situation might be...

» When you need to retransmit multiples sets of the same documents, you have to scan them again
and again.

O With the Document Server
Y ou can send the original data stored in memory whenever necessary. Y ou can merge and send data
stored from a previous fax with additional scanned originals.

ZFEH800J
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Operation from a Computer

If you install Desk Top Binder V2 Professional or Desk Top Binder V2 Lite on your computer you can
check the contents of the stored documents, print copiesfor confirmation and perform other operations.
You can aso delete data stored in the Document Server. In addition, you can also export documents
stored in the Document Server to your computer as afile.

You can aso perform tasks on data stored in the Document Server from your computer, rather than
from the machine.

& Note
O You can perform the following operations from your computer:

Search by File Name and User Name

Indicate easily the 1st page of your documents

Display the document information, change the file name and the password
Delete documents

Copy documents to your computer

Print documents

Send the stored facsimile documents

0 Desk Top Binder V2 Lite or optional Desk Top Binder V2 Professional must be installed to operate
Document Server form your computer.

ye Reference

For more detailed information, refer to Desk Top Binder V2 Professional/Lite manuals or the Help
file.
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Scanning Originals

Y ou can scan the originals you want to save in
the Document Server using the control panel of
the machine. The originals can be either on the
exposure glass or in the document feeder.

The saved documents will automatically be
named in the order of scanning as“COPY 0001",
“COPY0002"....

A Reference
Storing documents using other than Docu-
ment Server, see the manuals for each func-
tion.

& Note

O You can set whether to automatically delete
documents stored in the Document Server af-
ter a set number of days. Default is set to de-
lete after one day. To change the setting, see
p.171 “Key Operator Tools".

O You can change the file names that are as-
signed automatically.

O You can use a password to prevent others
from printing saved documents.

O After storing a file, you may not be able to
change the file name or User Name of the file
for a while.

0 When you scan color documents during color
printing, the indicator may not blink for a while
even though the Scanner has started.

Scanning in Document Server
Mode

I] Pressthe [Document Server] key.

ZFEH101N

The“ Select Filesto Print” display appears.
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ﬂ Press [Scan Original].

[Page_[Total [Frint

Select Files o Print

‘Select files to prirt.

‘Search by User Name
L | o W N S

Sl
[ Sean vy Fieame |30 | ‘Zz::::: }:ZEE } :} : 5] =
: o
[Vou can scanarginals ‘e slecting fle,
e

o store them. o

ﬂ Scan Onginal i

be changed

User Neme
COPYOEZT

Auto Reducs Enlarge l st ; st I aam] 100% Fename [

e

Create

FeflceiEnlane

ﬂ Enter afile name, user name, or password
if necessary.

& Note

O If you do not wish to register a file name,
go to step [.

O Ifyou do not register a file name, one is au-
tomatically assigned.

To change the file name

@ Press[File Name].

g

Tone
User Name
]

[ ko image Densty #uto ReduceEnlarge ] [iFscn i ] g Sg] 100% File Name

one

T =

e ided origt ——
[ T s
P - - == ——— Scanming Finished §
f#lm special orignal |00 EditColour Creation Combine FedceEnlarge

The"File Name" display appears.
@ Press [Delete All] to delete the old file

name.
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& Note
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O You can also use [Backspace] to delete

unnecessary characters.
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©® Enter anew file name.

L . 106
I | N N [ | N [ o o | e [
[ T T T T T T o T [ T T
O T N I e [ W e e
[ S T T T o T e

ShitLock  §

& Note

O A string of up to 10 characters can be
entered as a file name. Note that only
eight characters of each file name are
displayed in the document list.

ye Reference

For more information about how to en-
ter characters, see p.198 “Entering
Text”.

O Press[OK].

To register or change the user name

@ Press|[User Name].

FEB 11,2003 1:d8FM

User Neme
COPYOEZT

Fils Name ]

e

FEeT)
RS

RAsAZ

Ao Recues Enlarge l jitser]

(P

[EaERE LT 7 Sited ot
iger Top
.

EdtiColour Creation

If user names have already been regis-
tered, the "User Name" display appears. If
user names have not been registered, go to
step @.

@ To change your user name to a regis-
tered user name, select aregistered user
name from thelist, and then press[OK].

e o e
Sales Deptl ] Sales Dep 2 | adni

Fon-progrnmed Hame

VoW o | oo § mT | ow | w2
n ]

This has changed to the User Name that
has been set.

To change your user name to an unregis-
tered user name, go to the next step.

ye Reference

For more information about how to reg-
ister users, see p.177 “To Register the
New User Code”.
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® To enter an unregistered user name,
press [Non-programmed Name].

[esles peptt &= [ Nen-prograrnmed Narne ]

W ] o | & | w | 1k ] U | o0 f R J oW § W

Sales Deptl | Sales Dep 2 | Adnin 1

The screen used to enter the user name ap-
pears.

O Enter the new user name.

Non-programmed Name: | X ” P ]- -
O u E | [ o a\ ; n G [ | e [
o T T e ucon e T [ e Teson [ [
\u;\snan«||g;\:~|mw||w|\::|E
ENN | I o o [ e [ o |

pe Reference

For more information about how to en-
ter characters, see p.198 “Entering
Text”.

@ Press[OK].

To set or change the password

@ Press[Password].

@ Enter the password using the number
keys (4 digits).

Passunrt

Erternenr passuiond with Nurber keys,
then press [0K]

& Note

O To change the number entered, press
[Clear] or the [Clear/Stop] key and enter
a new number.

@ Press[OK] or the [#]) key.

ﬂ Place your originalseither on the exposure

glassor in the document feeder.

ye Reference

For more information about how to place
the types of originals that can be placed,
see Copier Reference.

B Make any desired settings.

5
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COPY0021
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Combine

. Scanning Finished §
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& Note

O Press [Scanning Finished] to cancel the file
name, password, or print settings and re-
turn to the “Select Files to Print” display.

A Reference
For details, see the explanations of each
function in this manual.

B Pressthe [Start] key.

The machine starts scanning, and the docu-
ment will be saved in the Document Server.
The saved documents are displayed on the
“Select Filesto Print” display.

& Note

0 To stop scanning, press the [Clear/Stop]
key.

O Toresume the paused scanning job, press
[Continue] in the confirmation dialog box.
To delete the saved images and cancel
the job, press [Stop].

0 When a password is stored,

1 appears on
the left side of the file name.

123

ﬂ Press [Scanning Finished].

To change the file name, user name,
or password

@ Select the document for which the user
name, file name, or password isto be
changed.

Select Files to Print
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e If no password is set for the document,
the line for the selected document is
highlighted.
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» If apassword has already been set for @ Press [Change File Name], [Change User
the document, the password entry dia- Name], or [Change Password].

log box ears.
9 ap S i et

Enter the password, and then press
OK [ | ot | oo o riaca]
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[capvaats R
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Change Passusrd
I

@ Enter password with Number keys, H Scan Original I

then press [OK]

O Enter the new file name, user name, or
password using the letter keys or num-
ber keys, and then press[OK].

Cancel

The line for the selected document is

highlighted. £ Reference

TR For more information about changing
Wp ST the file name, see p.120 “To change

I o o 2 the file name”.

Goarch by il Nare : Seies Depl Covonaz [ %? §]

e For more information about changing

the user name, see p.121 “To register
Print Settings
|_1 or change the user name”.

For more information about changing

the password, see p.122 “To set or
change the password”.
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Printing Saved Documents

Y ou can print any of the documents saved in the
Document Server.

Follow these stepsto select adocument and print

it out.

I] Pressthe [Document Server] key.
The “Select Filesto Print” display appears.

ﬂ Pressthelinefor the document you want to

print.

Seareh by User Name

Select Files o Print

FEB 11,2003 1:d8FM

[Page_[Total [Frirt
010
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| Search by File Mame
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Search by User Name
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Atr selectng fle,
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be changed.
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Select Files o Print

If no password is set for the document, the
linefor the selected document is highlight-
ed.

FEE 11,2003 1:4PH
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If a password has been set for the docu-
ment, the password entry dialog box ap-
pears.

Enter the password, and then press [OK].

Enter password with Mumber keys,
then press [0K]

@
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Search by User Name ] [ s File hanagement
User Name File Name Dite_|Fage [Fritg O]
Delete File
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0 torethem.

ﬂ Scan Original i

Pt Settings

& Note

O You can search for the document you de-
sire by the file name or the user name. See
p.135 “To Search by File Name”.

You can sort the files in order of [User
Name], [File Name], or [Date]. Press the key
you want to sort by.
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If the desired file name is not shown, see
the next or previous screen using [V Next]
or [A Prev.].

If you cannot find the desired document
using the names, you can print the first
page of a document to check its contents.
Press the line for the desired document,
and press [Print 1st Page] followed by the
[ Start] key.

Press the selected line again to cancel the
print job.

B To print more than one document, repeat
step F] to select the desired documentsiin
the order you want to print them out.

The selected order appears in the priority col-
umn next to the selected document(s).

& Note

O

O

Up to 30 documents can be selected for
printing.

If several files have been selected, you
may not be able to print if the size or the
resolution of each file is different.

To change the print order, press the high-
lighted lines to cancel their selection, and
then select them again in the order you
want to print.

O

O

Press the [Clear Modes] key to cancel all
the settings.

If you press [Printg Odr], the selected doc-
uments are displayed in printing order.

ﬂ If you need to change any of the print set-
tings, press [Print Settings].

8 11,2003 1 48PH
s A
St by Lser Name [ File Management
b oererie |
Sty Fietiane ||| 3
= Q) || Fitistrage ]
1 can scan originals - T || Afer selecting ik,
s =] o [ | 1] ]~ | Pt Setingscon
ﬂ Sean Original i I Fritt Setings I
v
|

4

O

O

Note

The print settings are stored in the ma-
chine after printing and applied to the next
printing.

If several files have been selected, the
print settings of the first file are stored in
memory but those of the other files are not.
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O The print setting items are listed below.

For more information about the print re-
sults according to each setting, see Copy
Reference <Basic Features>.

O Tray
¢ Auto Paper Select
e Trayl
e Tray2
e Tray3
e Tray4
* Bypass

O Binding format
e 2-Sided Copy Top to Top
e 2-Sided Copy Top to Bottom

O Cover handling
¢ Cover/Slip Sheet
» Edit Image

O Finish
e Sort
¢ Rotate Sort
e Staple
¢ Punch

Administrator Reference Copier System Edition

O When multiple documents are printed at
the same time, the print settings made for
the document printed first are applied to all
other documents.

O If you select multiple files, you can confirm
the file names or print order of the files you
selected in step E] by scrolling through the
list with [¥] or [A].

O Press [Select File] to return to the “Select
Files to Print” display.

B Enter the required number of printsusing
the number keys.

& Note
0 Up to 99 can be entered.

0 To change the value entered, press the
[Clear/Stop] key and enter the new value.

O If you print more than one set using the
Sort function, you can check the print re-
sult by printing out only the first set. See
p.129 “Sample Copy”.

ﬂ Pressthe[Start] key.
The machine starts printing.

& Note

0 To pause the print job, press the
[ Clear/Stop] key. In the confirmation dialog
box, press [Continue] to resume it, or press
[Stop] to cancel it.

7
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Stopping printing

Y ou can stop printing in progress.

l] Pressthe [Clear/Stop] key.

The following confirmation dialog box ap-
pears.

[Stop] key was pressed
Stop priting?

B Press [Stop].
The printing operation stops.

& Note

0 To cancel printing from being stopped,
press [Continue] in the confirmation dialog
box. Printing then continues for the re-
maining part of the document.

Changing the number of copies during
printing

Y ou can change the number of copies during

printing.

? Limitation

O The number of copies can only be changed
with the Sort function selected in the print set-
tings.

I] Press [ Clear/Stop].
The following dialog box appears.

[Stop] key was pressed
Stop prirting?

o chenge qurkiy of prink s,

Change uriy
0

ﬂ Press [Change Quantity].
B Use the number keysto enter a new num-
ber of copies.

[Stop] key was pressed
Stop prirting?

Enter new quanty ofses, then press @
Change € 33 ___ < 300
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ﬂ Pressthe[#]) key.

[Stop] key was pressed
Stop priting?

Enter new quantty of sts, hen press @

B Press [Continue].
Printing restarts.

Sample Copy

If you print multiple sets using the Sort function,
you can check if the print order or the print set-
tings are correct by printing out only the first set
using the [ Sample Copy] key.

b4 Limitation

0 This function can be used only when the Sort
function has been turned on.

ﬂ Pressthe [Document Server] key.
The "Select Filesto Print" display appears.

ﬂ Select the document to be printed.

Seleet Files to Print

Selec ks to pr,
e ——— Userbame  § Filehame | Date JPage »'wgztl
T Sl
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’] Scan Original i

be changed

» If no password is set for the document, the
line for the selected document is highlight-
ed.
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R | ]
jou can scan originals i i ‘fer selecting file,
o store them. & | [coFvo0te SN Print Settings can

be chinged

ﬂ Scan Orignal i I Frint Settings I
|

e If a password has been set for the docu-
ment, the password entry dialog box ap-
pears.

Enter the password, and then press [OK].

Enter password with Number keys,
then press [OK]

Cancel
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The selected line is highlighted.

ﬂAfter the first set is printed out, press

[Print] to print the rest of the print job.
(Eh | T e | Press [Suspend] to cancel printing and re-
== turn to the “Print Settings” menu for

V [ Priv st Page |

Tum or more
Search by Lser Name
Search by File Name

fou can scan nriginals Ater selecting file, . .
i Erwn__we | 1 1-“‘“ e changing the settings.
o
] Scan Original i
One set was copied. If wou wart to print remaining sets,
& Note @ press [Prirt]. Press [Suspend] to change seftings.

O You can search for a desired document by
user or file name by using [Search by User
Name] or [Search by File Name], respectively.
See p.171 “User Code Management”.

O You can sortdocument names in the list by
the user names, file names, or dates. To
sort the documents, press [User Name], [File
Name], or [Date].

Print First Page

Y ou can print the first page of the document se-
_ lected in the “Select Files to Print” display to
O You can scroll up or down the file names

_ : ) check the contents.
listed by using [Prev.] or [Next], respective- . .
ly. If more than one document is selected, the first

0 To cancel a document selection, press the page of each document is printed.

highlighted line for the selected document. [ press the [Document Server] key.

B Pressthe [Sample Copy] key. The "Select Filesto Print" display appears.
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ﬂ Select the document to be printed.

Search by User Name

Select Files o Print [Page [Total [Print

Selec fils o pin,
User Name 3 File Name

1 bt FPape |

[ Sean vy Fieame |30 | Jcoraute

Tooe T 1] 1]

Vou can sean orginals
0 store them.

ﬂ Scan Onginal i

2T Tovwis

[abec | 1] | - e
afie,
| ey

be changed

If no password is set for the document, the
line for the sel ected document is highlight-
ed.

‘Tuw of more files can be printed cont nuously.
Gaarth by User Marme
User Name ; File Name.

SelectFiles o Print [Page [Total [Print

File: hanagement
| g

1 DateJPage |Printg Our

Gearth by File Name

ol can scan orginals
o store them.

] Sean Orginal i

| pemterie |
b Jsales Depl [coptonzz abec. | 1

> \ Print TstPage |
Htrssbai e,

[coponta [‘apec ] 1]

el [Corni 16 [aves. | 1] |

If a password has been set for the docu-
ment, the password entry dialog box ap-
pears.

Enter the password, and then press [OK].

Enter password with Number keys,
then press [OK]

Cancel

The selected line is highlighted.

Seleet Files to Print

[Page [ Tatal [Print

P vanrmnreMvs:anDepnmaﬂwmmwus\y ——
earth by Lser Name ile Menageme
Y Tear Here Feflne | o ]Page angoﬂv | 2
| Delete File |
Sy FieName | Sales Depl CoPvi0z2 oo §;
| rint st Page |

ou can scan originals
o storethem

ﬂ Scan Orignal i

Griors ] oo '\" \"

Aer selecting fl,
Prit Settings can
be changed

I Print Settings I
|

\ .‘\ [caria0is Tooe, | 1] 1= 7

& Note

0

You can search for a desired document by
the user or file name, using [Search by User
Name] or [Search by File Name], respectively.
See p.171 “User Code Management”.

You can sort document names in the list by
the user names, file names, or dates. To
sort the documents, press [User Name], [File
Name], or [Date].

You can scroll up or down the file names
listed by using [Prev.] or [Next], respective-
ly.

To cancel a document selection, press the
highlighted line for the selected document.
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B Press [Print 1st Page].

Select Files o Print

ey [T oo s, b gred sty o |
earh ty Lse Nae il Waragener
Y Teertare ] Fietame | bate Jpage [Primgom] |- 2
= < Dekie e
Search by File Name & [sales Depl CoPvinzz e 1] ;] ‘ ]
S TR \"i[w"\' ki & || st |
Afer selecting file,

fou can scan ariginals
store them M ] [Ear0ie [obec [ 111 Print Settngs can

] Scan Orginal i Prin Settings

The following confirmation dialog box ap-
pears.

[Page [Total [Frint

O Ready

10 2w ofse ojaw ] =
8411 | 11x17 | 8%%11 ] 84x11 | Bypass

@ Press [Start] to print first page.

Cancel

ﬂ Pressthe [Start] key.
Thefirst page is printed out.

& Note

0 To cancel printing of the first page, press
[Cancel].
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Deleting Saved Documents

All unnecessary documents should be deleted.

This section describes how to delete saved docu-
ments.

iﬁklmportant

O You can save up to 1,000 documents in the
Document Server. No more documents can
be saved when there are 1,000 documents in
the Document Server. You should delete un-
necessary documents. The maximum num-
ber of files that can be stored is 1,000.
However, under the following conditions the
maximum will be less than 1,000:

* When there are more than 2,000 pagesin a
file

»  When more than 2,000 pages have been
stored

* When thereis less disk space available to
filesin the Document Server because other
files are stored on the disk

0 You can set the timer to delete the documents
stored in the Document Server with the User

Tools.

& Note

O You can delete all the saved documents at a
time with the User Tools.

Follow these steps to del ete saved documents.

ﬂ Pressthe [Document Server] key.
The “Select Filesto Print” display appears.

ﬂ Select the document to be deleted.

FEB 11,2003

1:48PH

Select Files to Print

Selec e o prir
Search by User Name ][ e
UserMame " File Name

[ Searhby File Nae |1 oz | [earia0is

| Date JPagel ]
[ovee [ 1] i

[ 30ec \‘\!E -

1

\\\

] [eapionis

to store them.

* If no password is set for the document, the
line for the selected document is highlight-

FER 11,2003 1:dgPl
[Page [ Tatal [Print

Search by User Hame
Searthby Fileame |

ou can scan originals
o storethem

ﬂ Scan Orignal i

[ File Maragemert
| Delete File |

| Frint 15t Page ||
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134
» If a password has been set for the docu- 0O If you cannot find the desired document
ment, the password entry dialog box ap- using the names, you can print the first
pears. page of a document to check its contents.
Enter the password, and then press [OK]. Press the line for the desired document,

and press [Print 1st Page] followed by the
[Start] key. See p.130 “Print First Page”.

(D o O Press the selected line again to cancel the

print job.

B Repeat step f] if you want to select more
than one document.

ﬂ Press [Delete File].
[Page [Total |Print
Tworor more files can be prinfed cort inuously. " - FEB 11,2003 1:48PM
earh ty Lse Nae MO Ready  swarmorm |
Y Usertame § Flehame | e ]Page angom] e et | elst ] z T4
Delete File o
Search by File Name: [Sales Depl [COPY0022 SDEE \/ ‘ l ted conti
\' \ Pt tstPage | Smnhyuswm; Usortame || Filetame | Dais JFae angom] Ll M,
jou can scan originals = Afer selecting file, > 1) [ o
store them. [ “\ \capwm ‘gpg; \ ‘\ 1~ Print Settings can [ Seartiby Filetame J || g3 [Sales Depl [ [o0ee. | 1] g 2]
be changed T Tae | L) 0G| P s rar |
o an scan originals o Afer selecting fi,
] Sean Original i 0ore hem = [coPiuo1s [0 | 1] Frin Setings can
be changed.
ﬂ Sean Original I Prirt Settings

O You can search for the document you de- A confirmation dialog box appears.

sire by the file name or the user name. See
p.135 “To Search by File Name”.

O You can sort the files in order of [User
Name], [File Name], or [Date]. Press the key (D foomme
you want to sort by.

B Press [Delete] to delete the document.

Username.

O If the desired file name is not shown, see rerane s
the next or previous screen using [V Next]
or [A Prev.].

& Note

O To cancel the delete operation, press [Do
not Delete].
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Searching Saved Documents

You can use either the [Search by File Name] or
[Search by User Name] key to search for docu-
ments stored on the Document Server. You can
also list the stored documents in the order you
prefer. If you install Desk Top Binder V2
Lite/Professional on your computer, you can
search and sort the documents from your comput-
er.

ye Reference

For details about Desk Top Binder V2
Lite/Professional, see the manual or the Help
file of Desk Top Binder V2 Lite/Professional.

O Search by File Name
Y ou can search the documents stored in the
Document Server by the file name.

O Search by User Name
You can search the documents stored in the
Document Server by the user name.

To Search by File Name

This searches for documents on the Document
Server that match afile name.

ﬂ Pressthe [Document Server] key.
ﬂ Press[Search by File Name].

Select Files to Print

Select files to pri. T
T | W W 2 |
i S
[ Searchy Fil Name ]} & } }capvnme :son } 1} 34
ey COPY0013 3Dec. 1 E

1

e,
Print Settings can
be changed

| : I

- L
(NN | | | | O | | S | [ | |

[T [ [ | | | I | | DS T | O | o [
[N [ [ [ [0 | | O (N | | |
(I [ e T [ [ [ o s (e [

ZZ Shit i i i i i i i Cancel Z
/OReference

For details on entering characters, refer to
p.198 “Entering Text”.

135

|



l Operating Instructions

ﬂ Press[OK].

Search by File Name

EUPYHH!S_ . «
A e | o o [ N |
R N e e o e e [ e [ e e |
[ A A e

[ o | o o o i |

Only the files beginning with the name en-
tered appear in the “ Sdlect Filesto Print” dis-

play.

SelectFiles o Print [Page [Total [Print

File List
Seanch by User Name

COPYI0TS

Select fles o prnt

Userame ] FileName | Date Page [P s

Searn vy e rene || Y] [coran s Tome | 1] 162 ;]
y e S
o0 ¢ sen rgines e selecing 1,
o store e ik Setings can

be changed

ﬂ Scan Orginal i

& Note

0 To display all the files saved in the Docu-
ment Server, press [File List].

To Search by User Name

This searches for documents on the Document
Server that match a user name.

ﬂ Pressthe [Document Server] key.
g Press[Search by User Name].

:
o ][22 s ot
Userhme | Fieteme ] Date Jpae c,,,;:*,]

[
[ searchby File Name || o2 | coFvonis [soec 1] } é] = -
ey [earvants Tooec | 1] ] ~
il || Afer selecting e,

be changed

H Scan Original I

If user names have already been registered,
the "Search by User Name" display appears.
If user names have not been registered, the
"Non-programmed Name" display appears.

aTo specify a registered user name, select
the user name from the displayed list, and
then press[OK].

File List

Select fles o prin

UserMame i Filehame | "Date JPage ;:_;:t] ..

- |
Searchby File Name || 3 65 [Sales Depl [earia0zz [ o0ee. | 1 i ;]
I
vou can scan originals Afer g file,
to store them. Print Settings can
A

To specify an unregistered user name, follow
the procedure below.
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ﬂTo specify an unregistered user name,

Operating Instructions

press [Non-programmed Name]. The entry
dialog box below appear s. Enter the unreg-
istered user name in the entry dialog box,

and then press[OK].

Norprograned Neme L

FEB 11,2003 1zdgFl

=0 -

i i o T [ i o

o e o o e [

o Jle i |

\ui\sl\dl\fllsi\ihlm\kll‘I\::

[ -

[ e [ e o |

L ohitLock 3

pe Reference

[ | |

For more information about how to enter
characters, see p.198 “Entering Text".

B Press[OK].

[ Fongrogammedane |

-AE|ED|EF;EH|[JK|LMN|nPn|RxT|uvw|xv
Sales Dept1 | Sales Dep 2 |

1 idnin

Only the files beginning with the name en-
tered appear in the “ Select Filesto Print” dis-

play.

File List

Sales Depl
Select fles o pri.

Select Files to Print

Search by Liser Name

Usertlame |

FileNarme ] Dale e [Fri 7))

H Scan Original I

Searh by File Name | (] 32 [Sales Depl [capvo0z2 | oo [ } ]
[rou can scan oiginals e selcting fle,
o storethem Print Settngs can

bechanged

& Note
O To display all the files saved in the Docu-
ment Server, press [File List].

Select Files to Print

Select files to pri.
L Usar piame ¢ mzNanm | Date Jpage |
[ Searhby File Nae |1 oz | \cannme [s0er. | 1
] [eapionis Tsoec. | 1]

Aer selecting fle,

to store them.

Print Settings can
e changed
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To Check the Details of Stored Documents

e If a password has been set for the docu-
ment, the password entry dialog box ap-
pears.

Enter the password and press [OK].

I] Pressthe [Document Server] key.
The “Select Filesto Print” display appears.

ﬂ Select the document for which you want
detailed information.

FEE 11,2003 1:4PH
[Page_[Total [Frint

@ Enter password with Mumber keys,
then press [0K]

Search by User Name

Select fles o prnt.

Userame 3 FileMName | Date fPage [Frxiz s

[ Sean vy Fieame |30 | [coPron e [avec. | 1] ]]
e ] [Earvo0 [abe | 1] ]
s Alterselecting fl,
0 store then. sl it etings oan

be changed

ﬂ Scan Onginal i

» If no password is set for the document, the
line for the sel ected document is highlight-
ed [ Seariby FileName | | i [sales Depl \cnpvnnzz |EDet 1] g] DelteFle

. “ 1 Pritt 1t Page

o1 can scan originals Aer selecting fl,

o store them \Eannmx | Woec. | 1] ] Pt Setings can

be chianged.

Selct FlestoPrin e [Tl [Pt
qi 1 0 Scan Original Print Settings
‘Tun or ot files can be printed cortinuotsly. — =
Y Usertame § Filehame | Vale FPage [Printg O e Noapener_|
ey L Deeterie
Search by File Narhe & [Sales Depl (COFY0022 EDE[ 1 V ]
o | e @
jou can scan urginals = ‘ Mer selecting fil, N (0] t e
o stre them. [Tal JooPro0 s [anec [ 1] ] . Mﬁ?‘";gs can
o change .
= = O You can search for a desired document by
ean Original Print Settings

the user or file name, using [Search by User
Name] or [Search by File Name], respectively.
See p.171 “User Code Management”.

O You can sort document names in the list by
the user names, file names, or dates. To
sort the documents, press [User Name], [File
Name], or [Date].
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O You can scroll up or down the file names
listed by using [APrev.] or [¥Next], respec-
tively.

O If you cannot determine the contents of a
desired document by its file name, you can
print just the first page of the document for
checking purposes. To do this, select the
document to be checked, and then Press
[Print 1st Page].

0 To cancel document selection, press the
highlighted line for the selected document.

B Pr ess [Detail].

The detailed information about the document
is displayed.

& Note

O If you have selected several documents,
use [A] or [V¥] to view the details of each
document.

O Press [OK]. The "Select Files to Print" dis-
play appears.
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7. User Tools (System Settings)

Accessing the User Tools (System Settings)

This section is for the key operators in charge of ) :
this machine. You can change or set the ma-  Changing the Settings
chine's default settings.

& Preparation l] Pressthe [User Tools/Counter]) key.

After using the User Tools, be sure to exit User Tools/Counter AdjustiProg

from the User Tools. W ’W

The selected key is highlighted. .

Any changes you make with the User Tools .
remain in effect even if the main power switch The User Tools Main Menu appears.

or operation switch is turned off, or the [Ener- .
gy Saver] key is pressed. ﬂ Press [System Settings].

ZFLS110N

FEB 11,2003 1:d3FH

Depending on whether options are installed or & User Tools/Counter
not, the illustrations may differ. o | [ ] (& ]
[E) Facsimile Features
‘ Maintenance ] ‘ Q Prier Features ] ‘ i Inquiry ]
‘ é. Seanner Features: ] ‘ = Courter ]

sired key.

o fllpving et setings.
TrayPaper ettings | Timer settng ] intertace Settings | File Transter ] Hey operatr Tools |

Panel Tone Jlow | Function Reset Tirer 1| 3 0 second(s)

W Lp Notice Jlow I Output: Copier [otendaro try

Function Priority Y[copier | Output: Facsimile [stendara try

\ |
\ |
] Capy Court Display Jlu 1] Output: Documert Server |standaro tay ‘
\ |
\ |

<F farSize Satting s e xia I Output: Prirter [otendaro try
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ﬂ Change the settings by following the in-
structions on the display panel. Then press
[OK].

Exiting from the User Tools

nAfter changing the User Tools settings,
& Note press[Exit] on the User ToolsMain Menu.
O [OK]: Press to set the new settings and re-

@ User Tools/Counter

turn to the previous menu.

O [Cancel]: Press to return to the previous R B =
menu without changing any data. e | (& e | (1 o
0 To cancel the changes made to settings (& o | (@ e
and return to the normal function display,
press the [User Tools/Counter] key. Y ou can exit the User Tools, and the machine
isready for copying or printing.
& Note

O You can also exit from the User Tools by
pressing the [User Tools/Counter] key.
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User Tools Menu (System Settings)

O “General Features”, see p.149 “General Features”

CopiesDocument Server 5
- | r5] il ] ‘ & Frangais !
Syetem Setings
6 Facsimile Featurs
.
‘; Haitffence ] | ik} Priter Feztures ] ‘ 1 Inquiy ]
| é. Scanner Features: ] ‘ @ Counter ]

System Settings -

Select ane ofthe folowing defaut settings:

J General Features. | Tray Paper setings | Tier Setting | intertace Settings | e Transter ] ey Operator Tooss |

[ Panel Tane Ion I Funet o Fesel Timer [ 2oy |
[ e Up Natice Tfon Il QP Cop [prencent tray |
| Capy Count Display 1w Il Uit Documert Server J[penan vy |
[ Funciion Prorty Jfcopier | G Fareimile [ptantent tray |
[ ~FFéSiee Settng I vexus Il outpi: Frinter [prencent tray |

ZFFH132E
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“Tray Paper Settings”, see p.153 “Tray Paper Settings”

@ User Tools/Counter

| 4

System Settings
Selec one o the following defa sef gs.
[ eneral Fedtures | Tray Paper setings | Timer setting | merace settings | e Transter | ey Operetor Tk |

Copr/Documet Server o
‘ Ee Pl ] ‘ 4o Frangais
Syetom Settings
B Focsimik Festuns
.
Wairfance ] ‘& Printer Features ] ‘ i Inquiy

‘ & Scamer Feaures ] ‘ = Courter

Solectane the ol ving detaut seftings
J Goneral Features. | Tray Paper ettings || Timer setting ] itertace Settings ]| File Transter | ey operator Toois |
Panel Tone on Function Fest T mer 30 secnd(s)
W Up Netios on Oupi. Coper [Standantay
Copy Cout Dieplay Uy Cuput: Documert Server [Sanderd ey
[ Function Priorfy [ conier || Output: Facsimile J[stendertray
[ <FFbSite Sefting | | Output Prirter [stendertray

Select ane ofthe following defaut settings

[ conera Featues [ ray Paper setings || vier seting | iertace setings | Fite transter ] ey operaor oo ]

| Paper Tray Priorty: Copier Y[yt | Tray Paper Siee - Tray 7 (==
| Paper Tray Prirty: Prirter Y[yt | “Tray Paper Size: Tray 3 =]
| Tray Paper Size: Tray 4 JJ#uto petect

Neot

[ Paper Type: Byposs ray o display |
Faper Type: Ty | o display 2 Sided opy ALt Paper Se et o
Faper Type: Tray 1 o display 2 Sided oupy_Auto Faper Seect
Faper Type: Tray 1 o display 2 ided copy_Auto Paper Select on
Faper Type: Tray 4 i dispiay 2 Sided copy :Auto Paper Select on ‘2/3 [P | [ whwd |

Select ane ofthe flowing detoult setfings.

[ enerai etures [ Traypepersettings | Timersetting ] ntertace settings | Fie Transer ] Koy operator oots |

[ CoverShet Tray Jlor |

[ Sip Sheet Tray ot |

ZFFH142E
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O “Timer Setting”, see p.158 “Timer Setting”

@ User Tools/Gounter

‘ Qo Covermman o ; ‘ = J— ]
‘ Q) FacsimieFedues ;

vaitflance i ‘ ) Printer Fetures ; ‘ i nqury ]
‘ é. Scanner Features ; ‘ = Courter ]

System Settings

Select ne u he llowing defut setings
GeneralFeatures | TrayPaper settngs | Timer Settng | interace Settings | Fite Transter | ey operatr Toots |
Parel Tare on Functon Feeet T 3 0 seonds)
Viam Up hice fon Qg Copier Standart tray
Capy Coun Display up DU Dacirert Server Standert
Function Priorty Y copier I Ouiput: Facsimile  standard try
[ 8-S Seting T Il up: Frisr [ptancart tray |

Selec one afthe fllowing defauk et ngs.
[ enera Features [ Tray Paper setings ]| Timersetting | nterace sttings || File Transter ] ey perator oo |

Ao Off Timer 1 50 mines Il Scanner Ao Reset Timer 1o
Panel Off Timer I 1 mines Il St Date J[ros12/2002
Sem Fecel Timer 1[50 seeonss | S Time Jpeesrent |

[

|

[

[CoptenDocument Server Ao Reset Timer[ 50 seconts |
|

Facsimile Ao Fese Timer ||

ZFFH151E



| & Scamer Fectues

CoperDocumert Server .
_ | e e ] ‘ o g ]
System Settings
B Fassimile Festues
.
vaintffoce ] |Q~| Priter Fetures ] ‘ i iy ]
| m e |

Selectone e ollowing defaut setings,
J GeneralFeatures: | Tray Peper Setings | Timersetting | ] Fiee Transter | ey operstor Tooks |
Pane! Tone on Functon Reset T 3.0 seconi(s)
Wan Lp Noice o Cupi Copier [tancarttray
Copy Cour Display e Oupit Docuret Server [tancarttray
oo Pty T I S P oty \
[ < FiGine Seing Trexme I} Cudput: Prirter endrstray |

System Settings
‘Select one of the following default settings.

General Fedurs

Tray Paper Settngs | Timersettng || erace Settings || Fike ranster | ey operstor Toots |

Parallel erface

| P Address {[192.168.000.078 ‘

| Gatevay Address 1152, 168.000.0m

themet Speed

o select

Erfctive Protocal

Wik Frame Type [puto select

ZFFH162E
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O “Interface Settings / Parallel Interface”, see p.163 “Interface Settings / Parallel Interface”

@ User Tools/Gounter

‘ Qg Copevbvme e l ‘ = Fongar ]
‘ B Fazsimil Features ]

it ence ] ‘ oy Priner Feures ] ‘ i nqury ]
‘ é. Scanmer Fetures ] ‘ == Counter ]

Select ne ofthe fllowing defauh setings.

General Featues. | Tray Paper Setings || Timer seting || tertace Settings | Fite Transter | ey operetor Tonks |
| Fane I Tone T I Function Feset Tmer [ sy |
| Wam L Notice [ | output: Copier |stendent ray |
[ Copy Court Display Tl | Cutput: Document Server [standard tray |
| Function Priorty lcopier | Output: Facsimile [standard tray |
[ <FFi-Gize Geting Jprexic I Oudput: Prirter [stantent ey |

@3 System Settings
Select one ofthe olowing detau ftings.
GeneralFeatures | TrayPaper ettings | Timer setting [ ntertace Settings | File Transfer | Hey operator Toois ]

| TP hess J[ro2. e 00007 |

| Gateway Address J[1e2. 168.000.001 || Ethermet Speed JJputo select
| Effective Protocol ]

I W Frame Type TJoutoseect |

Select ane of the flowing defeut setings

[ General Fdtures: Imypapevsmtmgsl Timer Setting | Intertace Settings | File Transfer | Key Operaor Tooks |

Farallel Timing [Ack autsice | Biirectional Communication~{[ves |
Parallel Communication Spesd [High speed | Sigal Cortrol [10b acceptance priory ‘
Geleeton Gignal Statls [Hign
inpi Prime Jlavatia |

ZFFH172E
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O “File Transfer”, see p.169 “File Transfer”

@ User Tools/Counter

‘ Qo Chepemetae l ‘ o Fongsi ]
‘ [ I

o ] ‘ y Printer Fetures ] ‘ i nqury ]
‘ é. Seanner Features l ‘ = Courter ]

Select one ofthe folwing defaut setings.

J General Feaures. | Tray Papor ettings | Timersetting ] terave Settings | Fite Transter | Koy operator Toois |

| Panel Tone Jlow | Function Feset Tlier [ sosoms |
| wham L Nt ice Jlon | Output: Copi | standard tray |
| Copy Court Display Yl | Output: 1 stenderd tray \
| Function Priority | coner | Output: Facsinfle Jstendarn tray |
[ T aSim Seting praxim | Outpit P Jfsttarstray |

Select ane ofthe fllowing defau t seftngs

[ Generat Features | Tray Peper settngs | Timer setting | mertace settings | Fie Transter | ey operetor Tooks |

[ Delivery Server P Address Jovo-ouo.000.000 ]
[ Recall teral Time 1z 00 seenss |
[ Nimber o1 Fcalls T |

ZFFH182E
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“Key Operator Tools”, see p.171 “Key Operator Tools

@ User Tools/Counter

CoperfDacumert Senver >
‘ Qe P ; ‘ &oF Frangais ]

€5 Fasimie Featues

A
Y . i iy |

‘ & ScanerFedres ; ‘ (ies] Coutter ]

Select one ofhe g defaut setings
J General Featues | Tray Paper Setings | Timer Setting | intertce Settings | e Transier | ey Operator Took |
Fare | Tine on Functin Feset Timer o seconicsy
W L ot on Oupit Copier taffrtray
Copy o Dieplay Uy Ui Doctrment Server taffrtray
Functon Proty copir G Facsimle stafptray
SFF s e St = Guipi. Prirter stafptray

Frogr ChangerDelte Lisr Code

User Code Mangermert
Extemal Charge Unt Menagement

Key Operstor Code Jlore

|
HOF (Avays ON) Tlow | 11 [ areims [ Ned

DisplayeClecrPrit Counter per User Cote

Solectane f the o lving detut setings.
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Settings You Can Change with the User Tools

A Reference
For how to access the User Tools, see p.140 “Accessing the User Tools (System Settings)”.

General Features

O Panel Tone
The beeper (key tone) sounds when akey is pressed.

& Note
O Default: ON

O Warm Up Notice (for Copy/Document Server function only)
Y ou can specify whether the beeper sounds when the machine becomes ready for copying after En-
ergy Saver mode is deactivated or the power is turned on.

& Note

O Ifthe “Panel Tone"setting is “OFF”, the beeper does not sound irrespective of the “Warm Up No-
tice"setting.

0 Default: ON

O Copy Count Display (for Copy/Document Server function only)
The copy counter can be set to show the number of copies made (count up) or the number of copies
remaining to be made (count down).

& Note
O Default: Up (count up)
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O Function Priority
Y ou can specify the mode to be displayed immediately after the operation switch is turned on or
System Reset mode is turned on.

& Note
0 Default: Copier

O <F/F4> Size Settings
Currently threetypesof F size areavailable: 81/,"x13", 81/,4"x13", and 8"x13". The document feeder
or exposure glass sensor cannot distinguish these three types of originals. This function sets the F
size for the document feeder or exposure glass sensor. Auto Paper Select or Auto Reduce/Enlarge
can be used for F size originals based on this setting. You'll find it very convenient to use the ma-
chine with the F size setting.

@ Note
O Default; 81/,"x13"

O Function Reset Timer
Thelength of time the machine waits before changing modes when using the multi-access function.
Thisisuseful if you make many copieswhere you have to change the settings for each copy. If you
set alarge value, you can prevent jobs from other functions interrupting the copy job.

& Note
O Default: Set Time

0 When you select "Set Time", enter the time (31180 seconds by 1 second steps) with the number
keys.

O The default time setting is 30 seconds.
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O Output: Copier
Y ou can specify atray to which documents are delivered.

External Tray

Left Tray 1
Left Tray 2
T 7)

Finisher Standard
Shift mk—\\ \_L_ni Ty

Finisher @
0 o=n [
o=n
H ==n
& == &

Shift Tray 2

» Sandard Tray

e Externa Tray

* Finisher Shift Tray 1
* Finisher Shift Tray 2
o Lefttrayl

» Lefttray 2

O
ZFQP100E

O Output: Document Server
Y ou can specify atray to which documents are delivered.

» Sandard Tray

e Externa Tray

e Finisher Shift Tray 1
* Finisher Shift Tray 2




Lefttray 1
Left tray 2

& Note
O For details about output trays, refer to p.151 “Output: Copier”.

Output: Facsimile
Y ou can specify atray to which documents are delivered.

Sandard Tray
External Tray
Finisher Shift Tray 1
Finisher Shift Tray 2
Lefttray 1

Left tray 2

& Note
O For details about output trays, refer to p.151 “Output: Copier”.

Output: Printer
Y ou can specify atray to which documents are delivered.

Sandard Tray
Externa Tray
Finisher Shift Tray 1
Finisher Shift Tray 2
Lefttray 1

Lefttray 2
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& Note
O The output trays set on the printer driver have priority over the output tray specified above.
O For details about output trays, refer to the illustration in p.151 “Output: Copier”.

O If 2 Tray Finisher is installed and the Staple function is selected, the machine outputs the paper
from Finisher Shift Tray 2 regardless of the output setting.

Tray Paper Settings

O Paper Tray Priority: Copier (for Copy/Document Server function only)
Y ou can specify the output tray for delivery.

e Trayl

e Tray?2

» Tray3

e Tray4

& Note

0 Default: Tray 1

O When optional paper feed units are installed, Tray 3 and Tray 4 are displayed.

00 When the optional 2000-sheet Large Capacity Tray is installed, Tray 3 is displayed.

O Paper Tray Priority: Printer (for printer function only)
Y ou can specify the output tray for delivery.

e Trayl
e Tray?2
e Tray3
e Tray4
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& Note

O Default: Tray 1

0 When optional paper feed units are installed, Tray 3 and Tray 4 are displayed.

O When the optional 2000-sheet Large Capacity Tray is installed, Tray 3 is displayed.

O Specifying the Priority Paper Tray
Y ou can specify the Priority Paper Tray when copying or printing. The Priority Paper Tray isthe
tray selected when the machineisturned on and also the tray initially used by Auto Paper Select
and Auto Tray Switching.
Tray 1 isthe Priority Paper Tray. However, if the optional 2000-sheet Large Capacity Tray is
installed, Tray 3 isthe Priority Paper Tray.

@ Press[Paper Tray Priority: Copier] or [Paper Tray Priority: Printer].

FEB 1

System Settings -

Select one o th fllowing deful et ngs
Settings || Timer Seting | ntertace Settings || File Trnsfor | Key Operdor Tools |

[ Papr ragrirty: Coper 1y 1 Il Tray Paper Site: Tray 2 T |

[ Paper TrayPriorty. Priter Ty | I Tray Paper Size. Tray 3 =] |

[ Tray Paper Site. Tray 4 Tt Dot |

@ Select the tray to be used as the Priority Paper Tray and then press [OK].

FEB 1 i

Paper Tray Prirty: Copler
Select e, hen press [OK]
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The Priority Paper Tray is set and the display returns to the System Settings.

[ Paper TrgPriny: Coper 12 Il Tray Paper Site: Tray 2 T |

[ Paper TrayPriorty. Priter Ty | I Tray Paper Size. Tray 3 =] |

[ Tray Paper Site. Tray 4 Tt Dot |

O Tray Paper Size: (Tray 2-4)
Select the size of the copy paper set in the paper tray.

& Note
O Tray 1is 11x8 1/, [) paper exclusive. Load only the 11x8 1/, size paper.

O The paper sizes you can set for trays 2 and 4 are as follows:
Auto Detect, A3LY, B4IS [, A4[J), A47, B5JS [J, BaIS Y, A5 [J, 11"x17" [, 8 1/2"
x14"' @, 8 /2" x11" [ , 8 1/2" x11" [, 8" x13" [/, 8 1/2" x13" @, 8 1/4" x13" @, 7 1/4"
x10 172" [J, 8K @, 16K [J, 16K @

O The paper sizes you can set for tray 3 is as follows:

*  When the optional paper feed unit (500 x1 or 500x2) isinstalled
Auto Detect, A3, BAJISZ, Ad[J, Ad7, B5JS [J, B5JSZ, A5 [J, 11"x17" [P, 8 1/2"
x14" 7,8 1/2" x11" [ , 8 1/2" x11" [, 8" x13" [, 8 1/2" x13" [, 8 1/4" x13" [, 7 1/4"
x10 /2" [J, 8K @, 16K [J, 16K &

*  When the optional 2000-sheet Large Capacity Tray isinstalled
A4[), 812" x11" [}

A Reference
"Loading Paper", Maintenance Guide Copier System Edition
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i@klm portant
O If the specified paper size differs from the size of paper actually set in the paper tray, a paper
misfeed might occur because the paper size is not detected correctly.

@ Note

O The tray fence for the optional 2000-sheet Large Capacity Tray is fixed. If you need to change
the paper size, contact your service representative.

Paper Type: Bypass tray
Sets the display so you can see what type of paper isloaded in the bypasstray.

O The paper types you can set for the bypass tray are as follows:
» NoDisplay, Recycled Paper, Specia Paper, Color Paper, Letterhead, Preprinted Paper, Thick
Paper, OHP, Plain:Dup.Back, Thick:Dup.Back

& Note
0 Default: No Display
O Letterhead is not available for printer function.

Paper Type (Tray1-4)
Sets the display so you can see what type of paper isloaded in each of the paper trays. This infor-
mation is used by the print function to automatically select the paper tray.

O The paper types you can set for trays 1-4 are as follows:
» No Display, Recycled Paper, Special Paper, Color Paper, Letterhead, Preprinted Paper
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& Note
O Default:
* Paper Type: No Display
¢ Copying Method: 2 Sided Copy
* Apply Auto Paper Select: Yes
O A key mark is displayed on the paper tray if No is selected for Apply Auto Paper Select.
Letterhead is not available for printer function.

O When you set the same size and type of paper on the different trays, and set each tray as "2
Sided Copy" or "1 Sided Copy", you must set the upper tray as "2 Sided Copy". However, if either
one of the trays is set as "Paper Tray Priority", set the tray to "2 Sided Copy".

O

? Limitation
O Auto Paper Select can only be selected for the Copy function if No display and Recycled paper
are selected. However, Auto Paper Select is not used if No is selected.

Cover Sheet Tray (for Copy/Document Server function only)
Allows you to specify and display the paper tray to set cover sheets. After selecting the paper tray,
you can also specify the display timing and copy method for two-sided copying.

& Note

O The functions that use the Cover Sheet Tray setting are the front cover function and both covers
function.

0 When At Mode Selected is selected, the cover settings options are only displayed when the cov-
er function or slip sheet function is selected.

O You can only set the Copying Method in Duplex setting when At Mode Selected is selected.
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O Slip Sheet Tray (for Copy/Document Server function only)
Allowsyou to specify and display the paper tray to set slip sheets. After selecting the paper tray, you
can also specify the display timing and copy method for two-sided copying.
& Note

O When you use the Slip Sheet function, you can use the output tray specified in the Slip Sheet
Tray setting.

0 When At Mode Selected is selected, the options are only displayed when the cover function or
slip sheet function is selected.

A Reference
See "Cover/Slip Sheet", Copy Reference <Advanced Features>.

Timer Setting

When entering Set Time mode, if a key operator code has been set, you must enter the code (up to 8
digits). See p.177 “User Code”

O Auto Off Timer

The machine turns off automatically to conserve energy after a specified amount of time has past
after ajob. Thisfunction is called "Auto Off".

The machine status after the Auto Off operationiscalled "Off mode" or "Sleep mode". For the Auto
Off Timer, specify the time to elapse before the Auto Off function is activated.
The Time can be set from 10 seconds to 240 minutes.

& Note
O Default: 60 minute
O Enter numbers with number keys
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Use the [ ] and [ -] keys to switch between minutes and seconds.
Press [Clear] if you enter the wrong value.

Auto off may not work while an error is displayed.

The Auto Off function is not available in the following cases:

¢ When the warning display has appeared

¢ When paper has been misfed

¢ When the cover is open

¢ When the "Add Toner" message has appeared

¢ When the cartridge is being changed

¢ When the "User Tools/Counter" display has appeared

e During Fuser Adjust

¢ When the facsimile, printer or another function is in use

¢ When operation has been interrupted during printing

¢ When On Hook dial is being used

¢ When the Quick dial or Group dial destination is being entered
¢ When the Data In indicator is blinking

¢ When the "Sample Print/Locked Print" display has appeared

O Panel Off Timer
Set the amount of time the machine waits before switching the panel off after copying has finished
or the last operation is performed.

& Note

O This setting is only used if the Auto Off Timer setting is set to a longer interval than the Panel Off
Timer setting.

O Default: 1 minute

O o0Ood
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0 Enter a time interval between 10 seconds and 240 minutes with the number keys.
O Pressthe [ <] or[ -] keys to move the cursor between minutes and seconds.
O Press [Clear] if you enter the wrong value.

System Reset Timer

The System Reset setting is a setting that automatically switchesto the screen for the function set in
Function Priority. Thishappensif no operations are performed or when an interrupted job is cleared.
This setting sets the system reset interval.

& Note

O Default: Yes, 60 seconds

0 The time can be set from 10 to 999 seconds.
O Press [Clear] if you enter the wrong value.

Copier/Document Server Auto Reset Timer
Specifies the time to elapse before the copier and Document Server functions are reset.

& Note

O If No is selected, the machine will not automatically switch to the user code entry screen, and
you will not be able to limit who uses the machine.

O Default: Yes, 60 seconds
0 The time can be set from 10 to 999 seconds.

Facsimile Auto Reset Timer
Specifies the time to elapse before the facsimile function is reset.

& Note
O Default: 30 seconds

0 The time can be set from 30-999 seconds.
O Press [Clear] if you enter the wrong value.
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O Scanner Auto Reset Timer
Specifies the time to elapse before the scanner function is reset.

& Note

O If No is selected, the machine will not automatically switch to the user code entry screen, and
you will not be able to limit who uses the machine.

0 Default: Yes, 60 seconds
O The time can be set from 10-999 seconds.
O Press [Clear] if you enter the wrong value.

O Set Date
Set the date for the copier'sinternal clock.

& Note
0 To change among year, month and day, press the [ <] and [ -] keys.
O Press [Clear] if you enter the wrong value.

O Set Time
Set the time for the copier's internal clock.

& Note
O To change between minutes and seconds, press the [ ] and [ -] keys.
O Press [Clear] if you enter the wrong value.
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Interface Settings/Network

O IP Address
Before using this machine with the network environment, you must configure the |P address.

& Note

O
g

O

Default: Auto-Obtain (DHCP)

When you select [Specify], enter the IP address and subnet mask as “xxxX.xxx.xxx.xxx"(“x” indi-
cates a number).

If you use the interface for Ethernet and IEEE 1394 (IP over 1394) at the same time, settings
must be made with care.

When you use the IEEE 1394 interface on a network, you cannot use the Ethernet interface in
the same domain. To use both interfaces in the same domain, set different values for the Subnet
Mask.

When you select [Specify], be sure not to set the same IP address as one of the other machines
in the network.

O Gateway Address
A gateway isaconnection or interchange point that connects two networks. Configure the gateway
address for the router or host computer used as a gateway .

@ Note

g
g

Default: 000.000.000.000
To get the address, contact your network administrator.

Effective Protocol

Select the protocol to use in the network.

& Note

O

Default: TCP/IP: Effective, NetWare: Effective, NetBEUI: Effective, AppleTalk: Effective

g
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O NW Frame Type
Select the frame type when you use NetWare.

& Note
O Default: Auto select

O LAN Type
When you have installed the wireless LAN board (optional), select interface, Wireless LAN (IEEE
802.11b) or Ethernet.

@ Note
O Default: Ethernet

O Ethernet Speed
Set the access speed for networks.
Select a speed that matches your network environment. "Auto select” should usually be specified.

& Note
0O Default: Auto select

Interface Settings / Parallel Interface

O Parallel Timing
Specifiesthetiming setting for the parallel interface. Under normal circumstances, you will not need
to change this setting.

@ Note
O Default: ACK outside
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O Parallel Communication Speed
Specifies the communication speed for the parallel interface. If the communication speed is set too
fast, data transfers may not flow smoothly. If this occurs, change the setting to “ Standard”.

& Note
0 Default: High speed

O Selection Signal Status
Specifies the level for the select signal setting of the parallel interface.

& Note
O Default: High

O Input Prime
Specifies whether the prime signal is active or inactive when an input prime signal is sent. Under
normal circumstances, you will not need to change this setting.

& Note
0 Default: Invalid

O Bidirectional Communication
Specifies the printer's response mode and so forth for a status request when using the parallel inter-
face. If you experience problems when using other manufacturers printers, set thisto “Off”. How-
ever, if thisis set to “Off”, bidirectional communication will not work.

& Note
O Default: Yes
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O Signal Control
Specifies the error processing settings for when an error occurs when printing from a computer or
sending faxes. Under normal circumstances, you will not need to change this setting.

@ Note

O

Default: Job Acceptance Priority

Interface Settings/IEEE 1394

B Preparation
You must install the IEEE 1394 interface board (optional) into the machine.

O IP Address
When you connect the machine to a network using the IEEE 1394 interface board (optional), you
must configure the IP address.

& Note

g
O

O

Default: Auto-Obtain (DHCP)

When you select [Specify], enter the IP address and subnet mask as “xxx.xxx.xxx.xxx"(“x" indi-
cates a number).

To configure the IP address, you need to enable “IP over 1394".

If you use the interface for Ethernet and IEEE 1394 (IP over 1394) at the same time, settings
must be made with care.

When you use the IEEE 1394 interface on a network, you cannot use the Ethernet interface in
the same domain. To use both interfaces in the same domain, set different values for the Subnet
Mask.
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O IP over 1394
When you use the IP over 1394 function of the IEEE 1394 interface to connect the machine to the
network, or you print using a personal computer with the IP over 1394 driver, you must set |P over
1394.

& Note
O Default: Active

O SCSI print (SBP-2)
When you print using the SCSI Print client function supported by Windows 2000 or Windows XP,
you must set SCSI Print.

@ Note
O Default: Active

O Bidirectional SCSI print

Specifies the printer's response mode and so forth for a status request when using the |IEEE 1394
interface.

& Note
O Default: ON
O If this is set to “OFF”, bidirectional communication functions will not work.

O Host Name
Specify the host name.

O Domain Name
Specify the domain name.
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Interface Settings/IEEE 802.11b

] Preparation
You must install the wireless LAN board (optional) into the machine.

& Note
O Be sure to make all settings simultaneously.

O Communication Mode
Specifies the communication mode of the Wireless LAN.

& Note
0 Default: 802.11 Ad hoc

O SSID Setting
Specifies SSID to distinguish the access point in the Infrastructure mode.

& Note

O Default: blank (ASSID)

0 The characters that can be used are ASCII 0x20- 0x7e (32 bytes).

O If blank is specified in 802.11b Ad hoc mode or Ad hoc mode, “ASSID” appears.
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O Channel
Specifies a channel when you select 802.11b Ad hoc mode or Ad hoc mode.

& Note
0 Default: 11

O The channel can be set from following channel:
* Metric Version: 1-13
* InchVersion: 1-11

O Wireless LAN Signal
Shows the radio wave conditions of the access point connected in Infrastructure mode.

& Note
O Radio wave status is shown when you press the [Wireless LAN Signal] key.

O WEP (Encryption) Setting
Specifiesthe encryption of the WirelessLAN. If thisisset to “Active’, you must enter the WEP key.

@ Note
O Default: Inactive

O Transmission Speed
Specifies the communication speed of the Wireless LAN.

& Note
O Default: Auto

O Return to Defaults
Y ou can return the Wirdess LAN settings to the default.
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File Transfer

Make these settings as required when using ScanRouter V2 Lite/Professional.

& Note
O The file transfer function requires the optional Hard Disk Drive (40 GB).
O The optional ScanRouter V2 Professional is required for distributing received fax documents.

O Delivery Server IP Address
Specifiesthe | P address of the ScanRouter V2 Lite/Professional delivery server for distributing doc-
uments or data from the machine.

& Note

O Default: 000.000.000.000

O Pressthe[~] or[-] key to move between each group of three numbers.
O Press [Clear] if you enter the wrong number.
O

You must also set the delivery server IP address on ScanRouter V2 Lite/Professional. The rele-
vant setting on the machine will be overwritten by the delivery server IP address set on Scan-
Router V2 Lite/Professional.

O Fax RX File Transmission
» Setting per Line
Specifies whether or not received fax documents should be sent to ScanRouter V2 Professional
for each of the fax lines.

@ Note
O Default: G3 Port 1/Do not Deliver, G3 Port 2/Do not Deliver, G3 Port 3/Do not Deliver
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e Print at Delivery
Specifies whether or not received fax documents that are sent to ScanRouter V2 Professional
should also be printed by the machine at the same time.

& Note
O Default: No
* Fileto Deliver
Specifies whether all received fax documents or only received fax documents that include deliv-
ery codes (documents with an ID and F code) should be sent to ScanRouter V2 Professional.

& Note
0 Default: File with DIvry Code
» Ddlivery Failure File (Dlvry Failure File)
If areceived fax document cannot be sent to ScanRouter V2 Professional, the document is stored

in the machine's memory. To print this stored data, select “Print File’; to delete the data, select
“Delete File".

& Note
O If the machine can send data to ScanRouter V2 Professional, data is sent automatically.
O If you delete the data, you will not be able to distribute or print the data.

O Recall Interval Time

Specifies the interval the machine waits before resending data or adocument, if it could not be sent
to ScanRouter V2 Professional.

& Note
0 Default: 300 seconds

O Enter an interval within the range of “60 -999 seconds” (in one second intervals) with the number
keys.

O Press [Clear] if you enter the wrong number. 7
y
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O Number of Recalls
When sending documents or data stored in this machine to ScanRouter V2 Professional again, you
can set the maximum number of times you can send.

@ Note
O Default: No

O Select [Yes], and then enter the number of times within the range of “1 to 99” with the number
keys.

O Press [Clear] if you enter the wrong number.

O This setting is for the Scanner function. The distribution of received fax documents will still be
performed.

Key Operator Tools

If an access code has been set, you cannot use the Key Operator Tools unless you enter the access code
(max. 8 digits). See p.172 “Key Operator Code”.

A Reference
For details about user codes, see p.177 “User Code”.

O User Code Management
Allows you to control who uses the machine by setting user codes for users.
To usefunction selected with "User Code Management”, you must enter aregistered user code. User
codes must be registered for user code management. For more information about user codes, see
p.177 “User Code”.
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& Note
O You can select following functions and modes;
» Copier
Full color, Black & White, Single Color, Two Color
* Printer
PC Control: ON, PC Control: OFF, Color “!, Black & White "!
"1 Selectable when PC Control: OFF is selected.

+ Others
Document Server, Facsimile, Scanner

O Key Operator Code

¥ Important

0 The administrator must properly manage the key operator code set for the machine.

This specifies whether or not to use passwords (max. 8 digits) to control use of the “ Timer Setting”
or “Key Operator Tools” settings for the access codes.

@ Note
O Default: OFF

O If you select “ON”, enter the access code (max. 8 digits) with the number keys, and then select

“Partial” or “All Initial Settings” to set the access limit.

» If you select “Partial”
A key operator code is only required for the “Timer Setting” and “Key Operator Tools’ for
initial settings. “Menu Protect” will be set for “Maintenance” in the Printer Features.

» If you select “All Initial Settings”
A key operator code will be required to access all theitemsin the System Settings, Maintenance,
Copier/Document Server Features, Facsimile Features, Printer Features, and Scanner Features.

O Ifyou select “ON”, you will need to enter the key operator code to access the Key Operator Code

screen. l y
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O AOF (Always ON)
Activate the Auto Off Timer settings. Normally, you need not change this setting.

& Note
0 Default: ON

O Program/Change/Delete User Code
Adds, changes or deletes user codes (max 8 digits). See p.177 “User Code”.

@ Note

O You can register up to 100 user cod